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SECTION SF 30 BLOCK 14 CONTINUATION PAGE

The following items are applicable to this modification:
SF 30 CONT'D

W91QUZ-09-D-0045
P00009
Page 2 of 26

A. This modification incorporates revised Contract Change Proposal (CCP) AGT002. As a result of incorporation
of the CCP, SLIN descriptions are changed as shown in highlighted text in the following table:

SLIN Description — FROM Description — TO
0001AA | Hand Held Barcode Terminal (HHT-A) with Hand Held Barcode Terminal (HHT-A) with
1001AA | Abbreviated Keypad and Wireless (802.11g/i) Abbreviated Keypad and Wireless (802.11g/i)

Communications

Includes: ...

Qty: 1; Apriva; BT200-T; CAC Reader

Qty: 1; Credant; EE-SLP1; CMG Shield/Device
Perpetual License Data-At-Rest, Latest AIA-APL
approved version

Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2
Odyssey Access Client, Latest AIA-APL approved
version license

Qty 1; Motorola; KT-81680-01R; Tethered Stylus
(Spare)

Qty 1; SANDISK; SDSDB-2048-A11;2GB SD
Memory Card...

Complete Description: ...

Apriva BT200-T CAC Reader; CMG Shield/Device
Perpetual License for Data-At-Rest, Latest AIA-APL
approved version; FIPS 140-2 Odyssey Access
Client, Latest AIA-APL approved version license;....

Communications

Includes: ...

Qty: 1; Apriva; BT200-T; CAC Reader

Qty: 1; Data-At-Rest, Latest AIA-APL approved
version,

Qty 1; Malicious Code Detectors (Anti-Virus), Latest
AIlA-APL approved version,

Qty 1; Firewall, Latest AIA-APL approved version,
Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2
Odyssey Access Client, Latest AIA-APL approved
version license

Qty 1; Motorola; KT-81680-01R; Tethered Stylus
(Spare)

Qty 1; 2GB SD Memory Card...

Complete Description: ...

Apriva BT200-T CAC Reader; Latest compatible
AIlA-APL approved versions of Data-At-Rest,
Malicious Code Detectors (Anti-Virus) and Firewall
licenses;....
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SLIN Description - FROM Description — TO
0001BA | Hand Held Barcode Terminal (HHT-B) with Hand Held Barcode Terminal (HHT-B) with
1001BA | Abbreviated Keypad and Batch Communications Abbreviated Keypad and Batch Communications
(No Wireless Capability) (No Wireless Capability)
Includes: ... Includes: ...
Qty: 1; Apriva; BT200-T; CAC Reader Qty: 1; Apriva; BT200-T; CAC Reader
Qty: 1; Credant; EE-SLP1; CMG Shield/Device Qty: 1; Data-At-Rest, Latest AIA-APL approved
Perpetual License for Data-At-Rest, Latest AIA-APL | version,
approved version Qty 1; Malicious Code Detectors (Anti-Virus),
Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2 Latest AIA-APL approved version,
Odyssey Access Client, Latest AIA-APL approved Qty 1; Firewall, Latest AIA-APL approved version,
version license Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2
Qty 1; Motorola; KT-81680-01R; Tethered Stylus Odyssey Access Client, Latest AIA-APL approved
(Spare) version license
Qty 1; SANDISK; SDSDB-2048-A11; 2GB SD Qty 1; Motorola; KT-81680-01R; Tethered Stylus
Memory Card... (Spare)
Qty 1; 2GB SD Memory Card...
Complete Description:...
Apriva BT200-T CAC Reader; CMG Shield/Device Complete Description: ...
Perpetual License for Data-At-Rest, Latest AIA-APL | Apriva BT200-T CAC Reader; Latest compatible
approved version; FIPS 140-2 Odyssey Access AIlA-APL approved versions of Data-At-Rest,
Client, Latest AIA-APL approved version license;.... | Malicious Code Detectors (Anti-Virus) and Firewall
licenses;....
0001CA | Hand Held Barcode Terminal (HHT-C) with Full Hand Held Barcode Terminal (HHT-C) with Full
1001CA | Alpha-numeric Keypad and Wireless (802.11g/i) Alpha-numeric Keypad and Wireless (802.11g/i)

Communications, and Win Mobile 6.1 Installed

Includes: ...

Qty: 1; Apriva; BT200-T; CAC Reader

Qty: 1; Credant; EE-SLP1; CMG Shield/Device
Perpetual License for Data-At-Rest, Latest AIA-APL
approved version

Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2
Odyssey Access Client, Latest AIA-APL approved
version license

Qty 1; Motorola; KT-81680-01R; Tethered Stylus
(Spare)

Qty 1; SANDISK; SDSDB-2048-A11;2GB SD
Memory Card...

Complete Description: ...

Apriva BT200-T CAC Reader; CMG Shield/Device
Perpetual License for Data-At-Rest, Latest AIA-APL
approved version; FIPS 140-2 Odyssey Access
Client, Latest AIA-APL approved version license;....

Communications, and Win Mobile 6.1 Installed

Includes: ...

Qty: 1; Apriva; BT200-T; CAC Reader

Qty: 1; Data-At-Rest, Latest AIA-APL approved
version,

Qty 1; Malicious Code Detectors (Anti-Virus), Latest
AIlA-APL approved version,

Qty 1; Firewall, Latest AIA-APL approved version
Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2
Odyssey Access Client, Latest AIA-APL approved
version license

Qty 1; Motorola; KT-81680-01R; Tethered Stylus
(Spare)

Qty 1; 2GB SD Memory Card...

Complete Description: ...

Apriva BT200-T CAC Reader; Latest compatible
AIA-APL approved versions of Data-At-Rest,
Malicious Code Detectors (Anti-Virus) and Firewall
licenses;....
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SLIN Description - FROM Description — TO
0001CJ | Hand Held Barcode Terminal (HHT-C) with Full Hand Held Barcode Terminal (HHT-C) with Full
Alpha-numeric Keypad and Wireless (802.11g/i) Alpha-numeric Keypad and Wireless (802.11g/i)
Communications, and Win Mobile 5.0 Installed Communications, and Win Mobile 5.0 Installed
Includes: ... Includes: ...
Qty: 1; Apriva; BT200-T; CAC Reader Qty: 1; Apriva; BT200-T; CAC Reader
Qty: 1; Credan; EE-SLP1; CMG Shield/Device Qty: 1; Data-At-Rest, Latest AIA-APL approved
Perpetual License for Data-At-Rest, Latest AIA-APL | version
approved version Qty 1; Malicious Code Detectors (Anti-Virus), Latest
Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2 AIA-APL approved version,
Odyssey Access Client, Latest AIA-APL approved Qty 1; Firewall, Latest AIA-APL approved version,
version license Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2
Qty 1; Motorola; KT-81680-01R; Tethered Stylus Odyssey Access Client, Latest AIA-APL approved
(Spare) version license
Qty 1; SANDISK; SDSDB-2048-A11; 2GB SD Qty 1; Motorola; KT-81680-01R; Tethered Stylus
Memory Card... (Spare)
Qty 1; 2GB SD Memory Card...
Complete Description:...
Apriva BT200-T CAC Reader; CMG Shield/Device Complete Description:...
Perpetual License for Data-At-Rest, Latest AIA-APL | Apriva BT200-T CAC Reader; Latest compatible
approved version; FIPS 140-2 Odyssey Access AIlA-APL approved versions of Data-At-Rest,
Client, Latest AIA-APL approved version license;.... | Malicious Code Detectors (Anti-Virus) and Firewall
licenses;....
0001DA | Hand Held Barcode Terminal (HHT-D) with Full Hand Held Barcode Terminal (HHT-D) with Full
1001DA | Alpha-numeric Keypad and Batch Communications Alpha-numeric Keypad and Batch Communications

(No Wireless Capability)

Includes: ...

Qty: 1; Apriva; BT200-T; CAC Reader

Qty: 1; Credant; EE-SLP1-24999; CMG
Shield/Device Perpetual License for Data-At-Rest,
Latest AIA-APL approved version

Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2
Odyssey Access Client, Latest AIA-APL approved
version license

Qty 1; Motorola; KT-81680-01R; Tethered Stylus
(Spare)

Qty 1; SANDISK; SDSDB-2048-A11; 2GB SD
Memory Card...

Complete Description: ...

Apriva BT200-T CAC Reader; CMG Shield/Device
Perpetual License for Data-At-Rest, Latest AIA-APL
approved version; FIPS 140-2 Odyssey Access
Client, Latest AIA-APL approved version license;....

(No Wireless Capability)

Includes: ...

Qty: 1; Apriva; BT200-T; CAC Reader

Qty: 1; Data-At-Rest, Latest AIA-APL approved
version,

Qty 1; Malicious Code Detectors (Anti-Virus), Latest
AIA-APL approved version,

Qty 1; Firewall, Latest AIA-APL approved version
Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2
Odyssey Access Client, Latest AIA-APL approved
version license

Qty 1; Motorola; KT-81680-01R; Tethered Stylus
(Spare)

Qty 1; 2GB SD Memory Card...

Complete Description: ...

Apriva BT200-T CAC Reader; Latest compatible
AIA-APL approved versions of Data-At-Rest,
Malicious Code Detectors (Anti-Virus) and Firewall
licenses;....
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SLIN Description - FROM Description — TO
0001EA | Hand Held Barcode Terminal (HHT-E) with Hand Held Barcode Terminal (HHT-E) with
1001EA | Extended Reading Range, Full Alpha-numeric Extended Reading Range, Full Alpha-numeric
Keypad, and Wireless (802.11g/i) Communications Keypad, and Wireless (802.11g/i) Communications
(Desired - Reference Part D, paragraph 4.1.6) (Desired - Reference Part D, paragraph 4.1.6)
Includes: ... Includes: ...
Qty: 1; Apriva; BT200-T; CAC Reader Qty: 1; Apriva; BT200-T; CAC Reader
Qty: 1; Credant; EE-SLP1; CMG Shield/Device Qty: 1; Data-At-Rest, Latest AIA-APL approved
Perpetual License for Data-At-Rest, Latest AIA-APL | version
approved version Qty 1; Malicious Code Detectors (Anti-Virus), Latest
Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2 AIA-APL approved version
Odyssey Access Client, Latest AIA-APL approved Qty 1; Firewall, Latest AIA-APL approved version
version license Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2
Qty 1; Motorola; KT-81680-01R; Tethered Stylus Odyssey Access Client, Latest AIA-APL approved
(Spare) version license
Qty 1; SANDISK; SDSDB-2048-A11; 2GB SD Qty 1; Motorola; KT-81680-01R; Tethered Stylus
Memory Card... (Spare)
Qty 1; 2GB SD Memory Card...
Complete Description: ...
Apriva BT200-T CAC Reader; CMG Shield/Device Complete Description: ...
Perpetual License for Data-At-Rest, Latest AIA-APL | Apriva BT200-T CAC Reader; Latest compatible
approved version; FIPS 140-2 Odyssey Access AIlA-APL approved versions of Data-At-Rest,
Client, Latest AIA-APL approved version license;.... | Malicious Code Detectors (Anti-Virus) and Firewall
licenses;....
0001FA | Hand Held Barcode Terminal (HHT-F) with Direct Hand Held Barcode Terminal (HHT-F) with Direct
1001FA | Part Mark Reading Capability, Full Alpha-numeric Part Mark Reading Capability, Full Alpha-numeric

Keypad, and Wireless (802.11g/i) Communications

Includes: ...

Qty: 1; Apriva; BT200-T; CAC Reader

Qty: 1; Credant; EE-SLP1; CMG Shield/Device
Perpetual License for Data-At-Rest, Latest AIA-APL
approved version

Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2
Odyssey Access Client, Latest AIA-APL approved
version license

Qty 1; Motorola; KT-81680-01R; Tethered Stylus
(Spare)

Qty 1; SANDISK; SDSDB-2048-Al1;; 2GB SD
Memory Card...

Complete Description: ...

Apriva BT200-T CAC Reader; CMG Shield/Device
Perpetual License for Data-At-Rest, Latest AIA-APL
approved version; FIPS 140-2 Odyssey Access
Client, Latest AIA-APL approved version license;....

Keypad, and Wireless (802.11g/i) Communications

Includes: ...

Qty: 1; Apriva; BT200-T; CAC Reader

Qty: 1; Data-At-Rest, Latest AIA-APL approved
version,

Qty 1; Malicious Code Detectors (Anti-Virus), Latest
AIA-APL approved version,

Qty 1; Firewall, Latest AIA-APL approved version
Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2
Odyssey Access Client, Latest AIA-APL approved
version license

Qty 1; Motorola; KT-81680-01R; Tethered Stylus
(Spare)

Qty 1; 2GB SD Memory Card...

Complete Description:...

Apriva BT200-T CAC Reader; Latest AIA-APL
approved versions of Data-At-Rest, Malicious Code
Detectors (Anti-Virus),and Firewall licenses;....
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SLIN Description - FROM Description — TO
0023AA | Transit Case Configuration for Five (5) Hand Held Transit Case Configuration for Five (5) Hand Held
1023AA | Barcode Terminals (HHT-C) With Win Mobile 6.X Barcode Terminals (HHT-C) With Win Mobile 6.X
(Latest Version) OS , Full Keypad and 802.11g/i (Latest Version) OS , Full Keypad and 802.11g/i
wireless communications, Radio Frequency Access wireless communications, Radio Frequency Access
Point (NEMA Enclosure) Point (NEMA Enclosure)
Includes: ...
Qty: 5; Apriva; BT200-T; CAC Reader Includes: ...
Qty: 5; Credant; EE-SLP1; CMG Shield/Device Qty: 5; Apriva; BT200-T; CAC Reader
Perpetual License for Data-At-Rest, Latest AIA-APL | Qty: 5; Data-At-Rest, Latest AIA-APL approved
approved version version,
Qty: 5; Juniper; OAC-ADD-F1CLT; FIPS 140-2 Qty 5; Malicious Code Detectors (Anti-Virus), Latest
Odyssey Access Client, Latest AIA-APL approved AIA-APL approved version,
version license Qty 5; Firewall, Latest AIA-APL approved version
Qty: 5; Motorola; KT-81680-01R; Tethered Stylus Qty: 5; Juniper; OAC-ADD-F1CLT; FIPS 140-2
(Spare) Odyssey Access Client, Latest AIA-APL approved
Qty 5; SANDISK; SDSDB-2048-Al1; 2GB SD version license
Memory Card... Qty: 5; Motorola; KT-81680-01R; Tethered Stylus
(Spare)
Complete Description: ... Qty 5; 2GB SD Memory Card...
Apriva BT200-T CAC Reader - 5 each; CMG
Shield/Device Perpetual License for Data-At-Rest, Complete Description: ...
Latest AIA-APL approved version - 5 each; FIPS Apriva BT200-T CAC Reader - 5 each; Latest
140-2 Odyssey Access Client, Latest AIA-APL compatible AIA - APL versions of Data-At-Rest,
approved version license - 5 each;.... Malicious Code Detector, and Firewall licenses - 5
each; FIPS 140-2 Odyssey Access Client, Latest
AIA-APL approved version license - 5 each;....
0023AB | Transit Case Configuration for Five (5) Hand Held Transit Case Configuration for Five (5) Hand Held
1023AB | Barcode Terminals (HHT-C) With Win Mobile 5.0 Barcode Terminals (HHT-C) With Win Mobile 5.0

0OS, Full Keypad and 802.11¢/i wireless
communications, Radio Frequency Access Point
(NEMA Enclosure)

Includes: ...

Qty: 5; Apriva; BT200-T; CAC Reader

Qty: 5; Credant;EE-SLP1; CMG Shield/Device
Perpetual License for Data-At-Rest, Latest AIA-APL
approved version

Qty 5; Juniper; OAC-ADD-F1CLT; FIPS 140-2
Odyssey Access Client, Latest AIA-APL approved
version license

Qty 5; Motorola; KT-81680-01R; Tethered Stylus
(Spare)

Qty 5; SCAN DISK SDSDB-2048-A11; 2GB SD
Memory Card...

Complete Description: ...

Apriva BT200-T CAC Reader - 5 each; CMG
Shield/Device Perpetual License for Data-At-Rest,
Latest AIA-APL approved version - 5 each; FIPS
140-2 Odyssey Access Client, Latest AIA-APL
approved version license - 5 each;....

OS, Full Keypad and 802.11g/i wireless
communications, Radio Frequency Access Point
(NEMA Enclosure)

Includes: ...

Qty: 5; Apriva; BT200-T; CAC Reader

Qty: 5; Data-At-Rest, Latest AIA-APL approved
version,

Qty 5; Malicious Code Detectors (Anti-Virus), Latest
AIA-APL approved version,

Qty 5; Firewall, Latest AIA-APL approved version,
Qty 5; Juniper; OAC-ADD-F1CLT; FIPS 140-2
Odyssey Access Client, Latest AIA-APL approved
version license

Qty 5; Motorola; KT-81680-01R; Tethered Stylus
(Spare)

Qty 5; 2GB SD Memory Card...

Complete Description: ...

Apriva BT200-T CAC Reader - 5 each; Latest
compatible AIA - APL versions of Data-At-Rest,
Malicous Code Detector, and Firewall licenses - 5
each; FIPS 140-2 Odyssey Access Client, Latest
AlA-APL approved version license - 5 each;....
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SLIN Description - FROM Description — TO
0023CA | Transit Case Configuration, Hand Held Barcode Transit Case Configuration, Hand Held Barcode
1023CA | Terminal(HHT-C) With Win Mobile 6.X (Latest Terminal(HHT-C) With Win Mobile 6.X (Latest
Version), Full Keypad and 802.11g/i wireless Version), Full Keypad and 802.11g/i wireless
communications, and Stationary Bar Code Label communications, and Stationary Bar Code Label
Printer and Accessories Printer and Accessories
Includes: ... Includes: ...
Qty: 1; Apriva; BT200-T; CAC Reader Qty: 1; Apriva; BT200-T; CAC Reader
Qty: 1; Credant; ;EE-SLP1; CMG Shield/Device Qty: 1; Perpetual License for Data-At-Rest, Latest
Perpetual License for Data-At-Rest, Latest AIA-APL | AIA-APL approved version,
approved version Qty 1; Malicious Code Detectors (Anti-Virus), Latest
Qty: 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2 AIA-APL approved version,
Odyssey Access Client, Latest AIA-APL approved Qty 1; Firewall, Latest AIA-APL approved version,
version license Qty: 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2
Qty: 1; Motorola; KT-81680-01R; Tethered Stylus Odyssey Access Client, Latest AIA-APL approved
(Spare) version license
Qty 1; SCANDISK SDSDB-2048-A11; 2GB SD Qty: 1; Motorola; KT-81680-01R; Tethered Stylus
Memory Card... (Spare)
Qty 1; 2GB SD Memory Card...
Complete Description: ...
Apriva BT200-T CAC Reader; CMG Shield/Device Complete Description: ...
Perpetual License for Data-At-Rest, Latest AIA-APL | Apriva BT200-T CAC Reader; Latest compatible
approved version; FIPS 140-2 Odyssey AIlA - APL versions of Data-At-Rest, Malicious
Code Detector, and Firewall licenses; FIPS 140-2
Odyssey Access Client, Latest AIA-APL approved
version license;.. ..
0023CB | Transit Case Configuration, Hand Held Barcode Transit Case Configuration, Hand Held Barcode
1023CB | Terminal(HHT-C) With Win Mobile 5.0, Full Terminal(HHT-C) With Win Mobile 5.0, Full

Keypad and 802.11g/i wireless communications, and
Stationary Bar Code Label Printer and Accessories
Includes: ...

Qty: 1; Apriva; BT200-T; CAC Reader

Qty: 1; Credant; ;EE-SLP1 CMG Shield/Device
Perpetual License for Data-At-Rest, Latest AIA-APL
approved version

Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2
Odyssey Access Client, Latest AIA-APL approved
version license

Qty 1; Motorola; KT-81680-01R; Tethered Stylus
(Spare)

Qty 1; SANDISK SDSDB-2048-Al1; 2GB SD
Memory Card...

Complete Description: ...

Apriva BT200-T CAC Reader; CMG Shield/Device
Perpetual License for Data-At-Rest, Latest AIA-APL
approved version; FIPS 140-2 Odyssey Access
Client, Latest AIA-APL approved version license;....

Keypad and 802.11g/i wireless communications, and
Stationary Bar Code Label Printer and Accessories

Includes: ...

Qty: 1; Apriva; BT200-T; CAC Reader

Qty: 1; Data-At-Rest, Latest AIA-APL approved
version,

Qty 1; Malicious Code Detectors (Anti-Virus), Latest
AIA-APL approved version,

Qty 1; Firewall, Latest AIA-APL approved version,
Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2
Odyssey Access Client, Latest AIA-APL approved
version license

Qty 1; Motorola; KT-81680-01R; Tethered Stylus
(Spare)

Qty 1; 2GB SD Memory Card...

Complete Description: ...

Apriva BT200-T CAC Reader; Latest compatible
AIA - APL versions of Data-At-Rest, Malicious
Code Detector, and Firewall licenses; FIPS 140-2
Odyssey Access Client, Latest AIA-APL approved
version license;....

B. There is no change in the total amount obligated under the contract.
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C. All other terms and conditions are unchanged.

SUMMARY OF CHANGES

SECTION SF 1449 - CONTINUATION SHEET

SUPPLIES OR SERVICES AND PRICES

SUBCLIN 0001AA
The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-A) with

Abbreviated Keypad and Wireless (802.11g/i) Communications Includes: (Qty; Mfr; Model Number; Desc.); Qty:
1; Motorola; MC9090-K; Brick, 802.11 a/b/g, Imager, Color, 128/128MB, 43 Key, WM6.1, Audio/Voice/BT,
Battery, Stylus Qty: 1; Motorola; MC90GKABOE-NI ; Battery Qty: 1; Motorola; CRD9000-110SR; 1-Slot Serial
Cradle Kit Qty 1; Motorola; 25-64396-01R; USB Cable for the cradle to the host system Qty: 1; Apriva; BT200-T;
CAC Reader Qty: 1; Credant; EE-SLP1; CMG Shield/Device Perpetual License Data-At-Rest, Latest AIA-APL
approved version Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2 Odyssey Access Client, Latest AIA-APL
approved version license Qty 1; Motorola; KT-81680-01R; Tethered Stylus (Spare) Qty 1; SANDISK; SDSDB-
2048-A11;2GB SD Memory Card Qty 1; Motorola; ADP9000-110R; MC90XX Cable Adapter (5v - 350mA ) for
use with Zebra printer cable or CAC Reader cable Qty 1; Motorola; 25-62166-01R; USB cable for CAC Reader
setup Complete Description: Motorola MC9090-K Hand Held Computer, 802.11 a/b/g, Imager, Color, 128 MB
RAM /128MB ROM, 43 Key, Windows Mobile 6.1, Audio/Voice/BT, Battery, Stylus; Spare Battery; 1-Slot Serial
Cradle Kit with Power Supply w/ DC line cord and US AC line cord; USB Cable for the cradle to the host system;
Apriva BT200-T CAC Reader; CMG Shield/Device Perpetual License for Data-At-Rest, Latest AIA-APL approved
version; FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version license; Tethered Stylus (Spare);
2GB SD Memory Card; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader
cable; USB cable for CAC Reader setupNOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of
Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance separation is 0 inches to Hand
Held Barcode Terminal (HHT-A) with Abbreviated Keypad and Wireless (802.11g/i) Communications Includes:
(Qty; Mfr; Model Number; Desc.); Qty: 1; Motorola; MC9090-K; Brick, 802.11 a/b/g, Imager, Color, 128/128MB,
43 Key, WM6.1, Audio/Voice/BT, Battery, Stylus Qty: 1; Motorola; MC90GKABOE-NI ; Battery Qty: 1;
Motorola; CRD9000-110SR; 1-Slot Serial Cradle Kit Qty 1; Motorola; 25-64396-01R; USB Cable for the cradle to
the host system Qty: 1; Apriva; BT200-T; CAC Reader Qty: 1; Data-At-Rest, Latest AIA-APL approved version,
Qty 1; Malicious Code Detectors (Anti-Virus), Latest AIA-APL approved version, Qty 1; Firewall, Latest AIA-
APL approved version, Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2 Odyssey Access Client, Latest AIA-APL
approved version license Qty 1; Motorola; KT-81680-01R; Tethered Stylus (Spare) Qty 1; 2GB SD Memory Card
Qty 1; Motorola; ADP9000-110R; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC
Reader cable Qty 1; Motorola; 25-62166-01R; USB cable for CAC Reader setup Complete Description: Motorola
MC9090-K Hand Held Computer, 802.11 a/b/g, Imager, Color, 128 MB RAM /128MB ROM, 43 Key, Windows
Mobile 6.1, Audio/Voice/BT, Battery, Stylus; Spare Battery; 1-Slot Serial Cradle Kit with Power Supply w/ DC line
cord and US AC line cord; USB Cable for the cradle to the host system; Apriva BT200-T CAC Reader; Latest
compatible AIA-APL approved versions of Data-At-Rest, Malicious Code Detectors (Anti-Virus) and Firewall
licenses; Tethered Stylus (Spare); 2GB SD Memory Card; MC90XX Cable Adapter (5v - 350mA ) for use with
Zebra printer cable or CAC Reader cable; USB cable for CAC Reader setupNOTE: Naval Surface Warfare Center,
Dahlgren tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance
separation is 0 inches.
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SUBCLIN 0001BA
The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-B) with

Abbreviated Keypad and Batch Communications (No Wireless Capability)Includes: (Qty; Mfr; Model Number;
Desc.);Qty: 1; Motorola; MC9000-K; Brick, Batch, Imager, Color, 128/128MB, 43 Key, WM6.1, Audio/Voice/BT,
Battery, StylusQty: 1; Motorola; MC90GKABOE-NI ; BatteryQty: 1; Motorola; CRD9000-110SR; 1-Slot Serial
Cradle KitQty 1; Motorola; 25-64396-01R; USB Cable for the cradle to the host systemQty: 1; Apriva; BT200-T;
CAC ReaderQty: 1; Credant; EE-SLP1; CMG Shield/Device Perpetual License for Data-At-Rest, Latest AIA-APL
approved version Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2 Odyssey Access Client, Latest AIA-APL
approved version licenseQty 1; Motorola; KT-81680-01R; Tethered Stylus (Spare)Qty 1; SANDISK; SDSDB-2048-
All; 2GB SD Memory CardQty 1; Motorola; ADP9000-110R; MC90XX Cable Adapter (5v - 350mA ) for use with
Zebra printer cable or CAC Reader cableQty 1; Motorola; 25-62166-01R; USB cable for CAC Reader
setupComplete Description:Motorola MC9000-K Hand Held Computer, Batch, Imager, Color, 128 MB RAM
/128MB ROM, 43 Key, Windows Mobile 6.1, Audio/Voice/BT, Battery, Stylus; Spare Battery; 1-Slot Serial Cradle
Kit with Power Supply w/ DC line cord and US AC line cord; USB Cable for the cradle to the host system; Apriva
BT200-T CAC Reader; CMG Shield/Device Perpetual License for Data-At-Rest, Latest AIA-APL approved
version; FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version license; Tethered Stylus (Spare);
2GB SD Memory Card; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader
cable; USB cable for CAC Reader setup to Hand Held Barcode Terminal (HHT-B) with Abbreviated Keypad and
Batch Communications (No Wireless Capability) Includes: (Qty; Mfr; Model Number; Desc.); Qty: 1; Motorola;
MC9000-K; Brick, Batch, Imager, Color, 128/128MB, 43 Key, WM®6.1, Audio/Voice/BT, Battery, Stylus Qty: 1;
Motorola; MC90GKABOE-NI ; Battery Qty: 1; Motorola; CRD9000-110SR; 1-Slot Serial Cradle Kit Qty 1;
Motorola; 25-64396-01R; USB Cable for the cradle to the host system Qty: 1; Apriva; BT200-T; CAC Reader Qty:
1; Data-At-Rest, Latest AIA-APL approved version, Qty 1; Malicious Code Detectors (Anti-Virus), Latest AlA-
APL approved version, Qty 1; Firewall, Latest AIA-APL approved version, Qty 1; Juniper; OAC-ADD-F1CLT;
FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version license Qty 1; Motorola; KT-81680-01R;
Tethered Stylus (Spare) Qty 1; 2GB SD Memory Card Qty 1; Motorola; ADP9000-110R; MC90XX Cable Adapter
(5v - 350mA ) for use with Zebra printer cable or CAC Reader cable Qty 1; Motorola; 25-62166-01R; USB cable
for CAC Reader setup Complete Description: Motorola MC9000-K Hand Held Computer, Batch, Imager, Color,
128 MB RAM /128MB ROM, 43 Key, Windows Mobile 6.1, Audio/VVoice/BT, Battery, Stylus; Spare Battery; 1-
Slot Serial Cradle Kit with Power Supply w/ DC line cord and US AC line cord; USB Cable for the cradle to the
host system; Apriva BT200-T CAC Reader; Latest compatible AIA-APL approved versions of Data-At-Rest,
Malicious Code Detectors (Anti-Virus) and Firewall licenses; Tethered Stylus (Spare); 2GB SD Memory Card;
MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cable; USB cable for CAC
Reader setup.

SUBCLIN 0001CA
The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-C) with Full

Alpha-numeric Keypad and Wireless (802.11g/i) Communications, and Win Mobile 6.1 Installed Includes: (Qty;
Mfr; Model Number; Desc.); Qty: 1; Motorola; MC9090-G; Gun, 802.11 a/b/g, Imager, Color, 128/128MB, 53
Key, WM6.1, Audio/Voice/BT, Battery, Stylus Qty: 1; Motorola; MC90GKABOE-NI; Battery Qty: 1; Motorola;
CRD9000-110SR; 1-Slot Serial Cradle Kit Qty 1; Motorola; 25-64396-01R; USB Cable for the cradle to the host
system Qty: 1; Apriva; BT200-T; CAC Reader Qty: 1; Credant; EE-SLP1; CMG Shield/Device Perpetual License
for Data-At-Rest, Latest AIA-APL approved version Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2 Odyssey
Access Client, Latest AIA-APL approved version license Qty 1; Motorola; KT-81680-01R; Tethered Stylus (Spare)
Qty 1; SANDISK; SDSDB-2048-A11;2GB SD Memory Card Qty 1; Motorola; ADP9000-110R; MC90XX Cable
Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cable Qty 1; Motorola; 25-62166-01R; USB
cable for CAC Reader setup Complete Description: Motorola MC9090-G Hand Held Computer, 802.11 a/b/g,
Imager, Color, 128 MB RAM /128MB ROM, 53 Key, Win Mobile 6.1, Audio/Voice/BT, Battery, Stylus; Spare
Battery; 1-Slot Serial Cradle Kit with Power Supply w/ DC line cord and US AC line cord; USB Cable for the cradle
to the host system; Apriva BT200-T CAC Reader; CMG Shield/Device Perpetual License for Data-At-Rest, Latest
AlA-APL approved version; FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version license;
Tethered Stylus (Spare); 2GB SD Memory Card; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer
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cable or CAC Reader cable; USB cable for CAC Reader setup NOTE: Naval Surface Warfare Center, Dahlgren
tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance
separation is 6 inches to Hand Held Barcode Terminal (HHT-C) with Full Alpha-numeric Keypad and Wireless
(802.11¢g/i) Communications, and Win Mobile 6.1 Installed Includes: (Qty; Mfr; Model Number; Desc.); Qty: 1;
Motorola; MC9090-G; Gun, 802.11 a/b/g, Imager, Color, 128/128MB, 53 Key, WM6.1, Audio/Voice/BT, Battery,
Stylus Qty: 1; Motorola; MC90GKABOE-NI; Battery Qty: 1; Motorola; CRD9000-110SR; 1-Slot Serial Cradle Kit
Qty 1; Motorola; 25-64396-01R; USB Cable for the cradle to the host system Qty: 1; Apriva; BT200-T; CAC
Reader Qty: 1; Data-At-Rest, Latest AIA-APL approved version, Qty 1; Malicious Code Detectors (Anti-Virus),
Latest AIA-APL approved version, Qty 1; Firewall, Latest AIA-APL approved version Qty 1; Juniper; OAC-ADD-
F1CLT; FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version license Qty 1; Motorola; KT-
81680-01R; Tethered Stylus (Spare) Qty 1; 2GB SD Memory Card Qty 1; Motorola; ADP9000-110R; MC90XX
Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cable Qty 1; Motorola; 25-62166-
01R; USB cable for CAC Reader setup Complete Description: Motorola MC9090-G Hand Held Computer, 802.11
a/b/g, Imager, Color, 128 MB RAM /128MB ROM, 53 Key, Win Mobile 6.1, Audio/Voice/BT, Battery, Stylus;
Spare Battery; 1-Slot Serial Cradle Kit with Power Supply w/ DC line cord and US AC line cord; USB Cable for the
cradle to the host system; Apriva BT200-T CAC Reader; Latest compatible AlA-APL approved versions of Data-
At-Rest, Malicious Code Detectors (Anti-Virus) and Firewall licenses; Tethered Stylus (Spare); 2GB SD Memory
Card; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cable; USB cable for
CAC Reader setup NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic
Radiation to Ordnance (HERO) and the recommended safe distance separation is 6 inches.

SUBCLIN 0001CJ
The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-C) with Full

Alpha-numeric Keypad and Wireless (802.11g/i) Communications, and Win Mobile 5.0 InstalledIncludes: (Qty;
Mfr; Model Number; Desc.);Qty: 1; Motorola; MC9090-G; Gun, 802.11 a/b/g, Imager, Color, 128/128MB, 53 Key,
WMB5.0, Audio/Voice/BT, Battery, StylusQty: 1; Motorola; MC90GKABOE-NI; BatteryQty: 1; Motorola;
CRD9000-110SR; 1-Slot Serial Cradle KitQty 1; Motorola; 25-64396-01R; USB Cable for the cradle to the host
systemQty: 1; Apriva; BT200-T; CAC ReaderQty: 1; Credan; EE-SLP1; CMG Shield/Device Perpetual License for
Data-At-Rest, Latest AIA-APL approved version Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2 Odyssey Access
Client, Latest AIA-APL approved version licenseQty 1; Motorola; KT-81680-01R; Tethered Stylus (Spare)Qty 1;
SANDISK; SDSDB-2048-A11; 2GB SD Memory CardQty 1; Motorola; ADP9000-110R; MC90XX Cable Adapter
(5v - 350mA ) for use with Zebra printer cable or CAC Reader cableQty 1; Motorola; 25-62166-01R; USB cable for
CAC Reader setupComplete Description:Motorola MC9090-G Hand Held Computer, 802.11 a/b/g, Imager, Color,
128 MB RAM /128MB ROM, 53 Key, Win Mobile 5.0, Audio/Voice/BT, Battery, Stylus; Spare Battery; 1-Slot
Serial Cradle Kit with Power Supply w/ DC line cord and US AC line cord; USB Cable for the cradle to the host
system; Apriva BT200-T CAC Reader; CMG Shield/Device Perpetual License for Data-At-Rest, Latest AIA-APL
approved version; FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version license; Tethered Stylus
(Spare); 2GB SD Memory Card; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC
Reader cable; USB cable for CAC Reader setup to Hand Held Barcode Terminal (HHT-C) with Full Alpha-numeric
Keypad and Wireless (802.11g/i) Communications, and Win Mobile 5.0 Installed Includes: (Qty; Mfr; Model
Number; Desc.); Qty: 1; Motorola; MC9090-G; Gun, 802.11 a/b/g, Imager, Color, 128/128MB, 53 Key, WM5.0,
Audio/Voice/BT, Battery, Stylus Qty: 1; Motorola; MCI90GKABOE-NI; Battery Qty: 1; Motorola; CRD9000-
110SR; 1-Slot Serial Cradle Kit Qty 1; Motorola; 25-64396-01R; USB Cable for the cradle to the host system Qty:
1; Apriva; BT200-T; CAC Reader Qty: 1; Data-At-Rest, Latest AIA-APL approved versionQty 1; Malicious Code
Detectors (Anti-Virus), Latest AIA-APL approved version,Qty 1; Firewall, Latest AIA-APL approved version, Qty
1; Juniper; OAC-ADD-F1CLT; FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version license Qty
1; Motorola; KT-81680-01R; Tethered Stylus (Spare) Qty 1; 2GB SD Memory Card Qty 1; Motorola; ADP9000-
110R; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cable Qty 1;
Motorola; 25-62166-01R; USB cable for CAC Reader setup Complete Description: Motorola MC9090-G Hand
Held Computer, 802.11 a/b/g, Imager, Color, 128 MB RAM /128MB ROM, 53 Key, Win Mobile 5.0,
Audio/Voice/BT, Battery, Stylus; Spare Battery; 1-Slot Serial Cradle Kit with Power Supply w/ DC line cord and
US AC line cord; USB Cable for the cradle to the host system; Apriva BT200-T CAC Reader; Latest compatible
AIA-APL approved versions of Data-At-Rest, Malicious Code Detectors (Anti-Virus) and Firewall licenses;
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Tethered Stylus (Spare); 2GB SD Memory Card; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer
cable or CAC Reader cable; USB cable for CAC Reader setup.

SUBCLIN 0001DA

The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-D) with Full
Alpha-numeric Keypad and Batch Communications (No Wireless Capability)Includes: (Qty; Mfr; Model Number;
Desc.);Qty: 1; Motorola; MC9000-G; Gun, Batch, Imager, Color, 128/128MB, 53 Key, WM6.1, Audio/Voice/BT,
Battery, StylusQty: 1; Motorola; MCO90GKABOE-NI; BatteryQty: 1; Motorola; CRD9000-110SR; 1-Slot Serial
Cradle KitQty 1; Motorola; 25-64396-01R; USB Cable for the cradle to the host systemQty: 1; Apriva; BT200-T;
CAC ReaderQty: 1; Credant; EE-SLP1-24999; CMG Shield/Device Perpetual License for Data-At-Rest, Latest
AIA-APL approved version Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2 Odyssey Access Client, Latest AIA-
APL approved version licenseQty 1; Motorola; KT-81680-01R; Tethered Stylus (Spare)Qty 1; SANDISK; SDSDB-
2048-Al11; 2GB SD Memory CardQty 1; Motorola; ADP9000-110R; MC90XX Cable Adapter (5v - 350mA ) for
use with Zebra printer cable or CAC Reader cableQty 1; Motorola; 25-62166-01R; USB cable for CAC Reader
setupComplete Description:Motorola MC9000-G Hand Held Computer, Batch, Imager, Color, 128 MB RAM
/128MB ROM, 53 Key, Windows Mobile 6.1, Audio/VVoice/BT, Battery, Stylus; Spare Battery; 1-Slot Serial Cradle
Kit with Power Supply w/ DC line cord and US AC line cord; USB Cable for the cradle to the host system; Apriva
BT200-T CAC Reader; CMG Shield/Device Perpetual License for Data-At-Rest, Latest AIA-APL approved
version; FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version license; Tethered Stylus (Spare);
2GB SD Memory Card; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader
cable; USB cable for CAC Reader setup to Hand Held Barcode Terminal (HHT-D) with Full Alpha-numeric
Keypad and Batch Communications (No Wireless Capability) Includes: (Qty; Mfr; Model Number; Desc.); Qty: 1;
Motorola; MC9000-G; Gun, Batch, Imager, Color, 128/128MB, 53 Key, WM6.1, Audio/Voice/BT, Battery, Stylus
Qty: 1; Motorola; MC90GKABOE-NI; Battery Qty: 1; Motorola; CRD9000-110SR; 1-Slot Serial Cradle Kit Qty
1; Motorola; 25-64396-01R; USB Cable for the cradle to the host system Qty: 1; Apriva; BT200-T; CAC Reader
Qty: 1; Data-At-Rest, Latest AIA-APL approved version, Qty 1; Malicious Code Detectors (Anti-Virus), Latest
AIlA-APL approved version,Qty 1; Firewall, Latest AIA-APL approved version Qty 1; Juniper; OAC-ADD-F1CLT;
FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version license Qty 1; Motorola; KT-81680-01R;
Tethered Stylus (Spare) Qty 1; 2GB SD Memory Card Qty 1; Motorola; ADP9000-110R; MC90XX Cable Adapter
(5v - 350mA ) for use with Zebra printer cable or CAC Reader cable Qty 1; Motorola; 25-62166-01R; USB cable
for CAC Reader setup Complete Description: Motorola MC9000-G Hand Held Computer, Batch, Imager, Color,
128 MB RAM /128MB ROM, 53 Key, Windows Mobile 6.1, Audio/Voice/BT, Battery, Stylus; Spare Battery; 1-
Slot Serial Cradle Kit with Power Supply w/ DC line cord and US AC line cord; USB Cable for the cradle to the
host system; Apriva BT200-T CAC Reader; Latest compatible AIA-APL approved versions of Data-At-Rest,
Malicious Code Detectors (Anti-Virus) and Firewall licenses; Tethered Stylus (Spare); 2GB SD Memory Card,;
MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cable; USB cable for CAC
Reader setup.

SUBCLIN 0001EA

The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-E) with Extended
Reading Range, Full Alpha-numeric Keypad, and Wireless (802.11g/i) Communications (Desired - Reference Part
D, paragraph 4.1.6) Includes: (Qty; Mfr; Model Number; Desc.); Qty: 1; Motorola; MC9090-G; Gun, Lorax,
802.11 a/b/g, Color, 128/128MB, 53 Key, WM6.1, Audio/Voice/BT, Battery, Stylus Qty: 1;
Motorola;MC90GKABOE-NI; Battery Qty: 1; Motorola; CRD9000-110SR; 1-Slot Serial Cradle Kit Qty 1;
Motorola; 25-64396-01R; USB Cable for the cradle to the host system Qty: 1; Apriva; BT200-T; CAC Reader Qty:
1; Credant; EE-SLP1; CMG Shield/Device Perpetual License for Data-At-Rest, Latest AIA-APL approved version
Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version license
Qty 1; Motorola; KT-81680-01R; Tethered Stylus (Spare) Qty 1; SANDISK; SDSDB-2048-A11; 2GB SD
Memory Card Qty 1; Motorola; ADP9000-110R; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer
cable or CAC Reader cable Qty 1; Motorola; 25-62166-01R; USB cable for CAC Reader setup Complete
Description: Motorola MC9090-G Hand Held Computer, Lorax, 802.11 a/b/g, Color, 128 MB RAM /128MB ROM,
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53 Key, Win Mobile 6.1, Audio/Voice/BT, Battery, Stylus; Spare Battery; 1-Slot Serial Cradle Kit with Power
Supply w/ DC line cord and US AC line cord; USB Cable for the cradle to the host system; Apriva BT200-T CAC
Reader; CMG Shield/Device Perpetual License for Data-At-Rest, Latest AIA-APL approved version; FIPS 140-2
Odyssey Access Client, Latest AIA-APL approved version license; Tethered Stylus (Spare); 2GB SD Memory Card,;
MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cable; USB cable for CAC
Reader setup NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic Radiation to
Ordnance (HERO) and the recommended safe distance separation is 6 inches to Hand Held Barcode Terminal
(HHT-E) with Extended Reading Range, Full Alpha-numeric Keypad, and Wireless (802.11g/i) Communications
(Desired - Reference Part D, paragraph 4.1.6) Includes: (Qty; Mfr; Model Number; Desc.); Qty: 1; Motorola;
MC9090-G; Gun, Lorax, 802.11 a/b/g, Color, 128/128MB, 53 Key, WM®6.1, Audio/Voice/BT, Battery, Stylus Qty:
1; Motorola;MC90GKABOE-NI; Battery Qty: 1; Motorola; CRD9000-110SR; 1-Slot Serial Cradle Kit Qty 1;
Motorola; 25-64396-01R; USB Cable for the cradle to the host system Qty: 1; Apriva; BT200-T; CAC Reader Qty:
1; Data-At-Rest, Latest AIA-APL approved version Qty 1; Malicious Code Detectors (Anti-Virus), Latest AlA-
APL approved version Qty 1; Firewall, Latest AIA-APL approved version Qty 1; Juniper; OAC-ADD-F1CLT,;
FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version license Qty 1; Motorola; KT-81680-01R;
Tethered Stylus (Spare) Qty 1; 2GB SD Memory Card Qty 1; Motorola; ADP9000-110R; MC90XX Cable Adapter
(5v - 350mA ) for use with Zebra printer cable or CAC Reader cable Qty 1; Motorola; 25-62166-01R; USB cable
for CAC Reader setup Complete Description: Motorola MC9090-G Hand Held Computer, Lorax, 802.11 a/b/g,
Color, 128 MB RAM /128MB ROM, 53 Key, Win Mobile 6.1, Audio/Voice/BT, Battery, Stylus; Spare Battery; 1-
Slot Serial Cradle Kit with Power Supply w/ DC line cord and US AC line cord; USB Cable for the cradle to the
host system; Apriva BT200-T CAC Reader; Latest compatible AIA-APL approved versions of Data-At-Rest,
Malicious Code Detectors (Anti-Virus) and Firewall licenses; Tethered Stylus (Spare); 2GB SD Memory Card;
MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cable; USB cable for CAC
Reader setup NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic Radiation to
Ordnance (HERO) and the recommended safe distance separation is 6 inches.

SUBCLIN 0001FA

The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-F) with Direct Part
Mark Reading Capability, Full Alpha-numeric Keypad, and Wireless (802.11g/i) Communications Includes: (Qty;
Mfr; Model Number; Desc.); Qty: 1; Motorola; MC9090-G; Gun, DPM, 802.11 a/b/g, Color, 128/128MB, 53 Key,
WMS6.1, Audio/Voice/BT, Battery, Stylus Qty: 1; Motorola; MCO0GKABOE-NI; Battery Qty: 1; Motorola;
CRD9000-110SR; 1-Slot Serial Cradle Kit Qty 1; Motorola; 25-64396-01R; USB Cable for the cradle to the host
system Qty: 1; Apriva; BT200-T; CAC Reader Qty: 1; Credant; EE-SLP1; CMG Shield/Device Perpetual License
for Data-At-Rest, Latest AIA-APL approved version Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2 Odyssey
Access Client, Latest AIA-APL approved version license Qty 1; Motorola; KT-81680-01R; Tethered Stylus (Spare)
Qty 1; SANDISK; SDSDB-2048-A11;; 2GB SD Memory Card Qty 1; Motorola; ADP9000-110R; MC90XX Cable
Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cable Qty 1; Motorola; 25-62166-01R; USB
cable for CAC Reader setup Complete Description: Motorola MC9090-G Hand Held Computer, DPM, 802.11
a/b/g, Color, 128 MB RAM /128MB ROM, 53 Key, Win Mobile 6.1, Audio/Voice/BT, Battery, Stylus; Spare
Battery; 1-Slot Serial Cradle Kit with Power Supply w/ DC line cord and US AC line cord; USB Cable for the cradle
to the host system; Apriva BT200-T CAC Reader; CMG Shield/Device Perpetual License for Data-At-Rest, Latest
AIlA-APL approved version; FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version license;
Tethered Stylus (Spare); 2GB SD Memory Card; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer
cable or CAC Reader cable; USB cable for CAC Reader setup NOTE: Naval Surface Warfare Center, Dahlgren
tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance
separation is 6 inches to Hand Held Barcode Terminal (HHT-F) with Direct Part Mark Reading Capability, Full
Alpha-numeric Keypad, and Wireless (802.11g/i) Communications Includes: (Qty; Mfr; Model Number; Desc.);
Qty: 1; Motorola; MC9090-G; Gun, DPM, 802.11 a/b/g, Color, 128/128MB, 53 Key, WM®6.1, Audio/Voice/BT,
Battery, Stylus Qty: 1; Motorola; MC90GKABOE-NI; Battery Qty: 1; Motorola; CRD9000-110SR; 1-Slot Serial
Cradle Kit Qty 1; Motorola; 25-64396-01R; USB Cable for the cradle to the host system Qty: 1; Apriva; BT200-T,;
CAC Reader Qty: 1; Data-At-Rest, Latest AIA-APL approved version, Qty 1; Malicious Code Detectors (Anti-
Virus), Latest AIA-APL approved version, Qty 1; Firewall, Latest AIA-APL approved version Qty 1; Juniper;
OAC-ADD-FI1CLT; FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version license Qty 1;
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Motorola; KT-81680-01R; Tethered Stylus (Spare) Qty 1; 2GB SD Memory Card Qty 1; Motorola; ADP9000-
110R; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cable Qty 1;
Motorola; 25-62166-01R; USB cable for CAC Reader setup Complete Description: Motorola MC9090-G Hand
Held Computer, DPM, 802.11 a/b/g, Color, 128 MB RAM /128MB ROM, 53 Key, Win Mobile 6.1,
Audio/Voice/BT, Battery, Stylus; Spare Battery; 1-Slot Serial Cradle Kit with Power Supply w/ DC line cord and
US AC line cord; USB Cable for the cradle to the host system; Apriva BT200-T CAC Reader; Latest AIA-APL
approved versions of Data-At-Rest, Malicious Code Detectors (Anti-Virus),and Firewall licenses; Tethered Stylus
(Spare); 2GB SD Memory Card; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC
Reader cable; USB cable for CAC Reader setup NOTE: Naval Surface Warfare Center, Dahlgren tested for
Hazards of Electromagnetic Radiation to Ordnance (HEROQ) and the recommended safe distance separation is 6
inches.

SUBCLIN 0023AA

The CLIN extended description has changed from Transit Case Configuration for Five (5) Hand Held
Barcode Terminals (HHT-C) With Win Mobile 6.X (Latest Version) OS , Full Keypad and 802.11g/i wireless
communications, Radio Frequency Access Point (NEMA Enclosure)Includes: (Qty; Mfr; Model Number;
Desc.);Qty: 5; Motorola; MC9090-G; Gun, 802.11 a/b/g, Imager, Color, 128/128MB, 53 Key, WM6.1,
Audio/Voice/BT, Battery, StylusQty: 5; Motorola; BTRY-MC90GKABOE-NI; BatteryQty: 5; Motorola; CRD9000-
110SR; 1-Slot Serial Cradle Kit (includes power supply and US power cord)Qty: 5; Motorola; 25-64936-01R; USB
Cable for the cradle to the host systemQty: 5; Apriva; BT200-T; CAC ReaderQty: 5; Credant; EE-SLP1; CMG
Shield/Device Perpetual License for Data-At-Rest, Latest AIA-APL approved version Qty: 5; Juniper; OAC-ADD-
F1CLT; FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version licenseQty: 5; Motorola; KT-81680-
01R; Tethered Stylus (Spare)Qty 5; SANDISK; SDSDB-2048-A11; 2GB SD Memory CardQty 5; Motorolg;
ADP9000-110R; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cableQty
5; Motorola; 25-62166-01R; USB cable for CAC Reader setupQty: 1; Motorola; AP7131; Dual Radio 802.11a/g
Access point, Plastic fagade with QIGQty: 1; Motorola; 50-14000-247R; AP-7131 Power Supply: 100-
250VAC,48.0VDC, 0.75AQty: 1; Motorola; 50-16000-221R; AC Line Cord, 1.8M, grounded, USA NEMA 5-
15PQty: 6; Motorola; ML-2499-HPA3-01R; Environment: Indoor/Outdoor Antenna; Type: Dipole; Gain (Net):
4.6dBi (3.3dBi); Beam Width: E-Plane: 31 degrees, H-Plane: 360 degrees; Cable: 48 inches; Requires 25-72178-01
adapterQty: 6; Motorola; 25-72178-01; RP-SMA (Male) to RP-BNC (Female) Adapter; Length 7.9 cm; Cable type:
RG-316Qty: 1; Tessco; V14126-C60-C-6; 14X12X6 Polycarbonate 4X MIMO Enclosure. Incl: Clear Door, Univ.
Back Panel, (7) Pre-drilled holes (1 strain relief and 6 Jumper holes), & CAT60 Lock, IP54 compliantQty: 7;
Motorola; 50-16000-220R; Central Europe (Germany) power cordQty: 7; Motorola; 50-16000-219R; United
Kingdom (Great Britain) power cordQty: 1; Motorola; SAC9000-400R; Multiple (4) Battery ChargerQty: 1; Transit
Case Configurations Training CD-ROMQty: 1; PSI; PS12607; Transit CaseComplete Description:Motorola
MC9090-G Hand Held Computer, 802.11 a/b/g, Imager, Color, 128 MB RAM /128MB ROM, 53 Key, Win Mobile
6.1, Audio/Voice/BT, Battery, Stylus - 5 each; Spare Battery - 5 each; 1-Slot Serial Cradle Kit with Power Supply
w/ DC line cord and US AC line cord - 5 each; USB Cable for the cradle to the host system - 5 each; Apriva BT200-
T CAC Reader - 5 each; CMG Shield/Device Perpetual License for Data-At-Rest, Latest AIA-APL approved
version - 5 each; FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version license - 5 each; Tethered
Stylus (Spare) - 5 each; 2GB SD Memory Card - 5 each; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra
printer cable or CAC Reader cable - 5 each; USB cable for CAC Reader setup - 5 each; Motorola AP7131 Access
Point; Dual Radio 802.11a/g, Plastic facade with QIG; Power Supply: 100- 250VAC,48.0VDC, 0.75A; AC Line
Cord, 1.8M, grounded, USA NEMA 5-15P; Environment: Indoor/Outdoor Antenna, Type: Dipole; Gain (Net):
4.6dBi (3.3dBi), Beam Width: E-Plane: 31 degrees, H-Plane: 360 degrees, Cable: 48 inches, Requires 25-72178-01
adapter - 6 each; RP-SMA (Male) to RP-BNC (Female) Adapter - 6 each; Length 7.9 cm; Cable type: RG-316;
Tessco 14X12X6 Polycarbonate 4X MIMO NEMA Enclosure. Incl: Clear Door, Univ. Back Panel, (7) Pre-drilled
holes (1 strain relief and 6 Jumper holes), & CAT60 Lock, IP56 compliant; Multiple (4) Battery Charger, Transit
Case Configurations Training CD-ROM, Transit Case to Transit Case Configuration for Five (5) Hand Held
Barcode Terminals (HHT-C) With Win Mobile 6.X (Latest Version) OS, Full Keypad and 802.11g/i wireless
communications, Radio Frequency Access Point (NEMA Enclosure) Includes: (Qty; Mfr; Model Number; Desc.);
Qty: 5; Motorola; MC9090-G; Gun, 802.11 a/b/g, Imager, Color, 128/128MB, 53 Key, WM®6.1, Audio/Voice/BT,
Battery, Stylus Qty: 5; Motorola; BTRY-MC90GKABOE-NI; BatteryQty: 5; Motorola; CRD9000-110SR; 1-Slot



W91QUZ-09-D-0045
P00009
Page 14 of 26

Serial Cradle Kit (includes power supply and US power cord) Qty: 5; Motorola; 25-64936-01R; USB Cable for the
cradle to the host system Qty: 5; Apriva; BT200-T; CAC Reader Qty: 5; Data-At-Rest, Latest AIA-APL approved
version, Qty 5; Malicious Code Detectors (Anti-Virus), Latest AIA-APL approved version, Qty 5; Firewall, Latest
AIA-APL approved version Qty: 5; Juniper; OAC-ADD-F1CLT; FIPS 140-2 Odyssey Access Client, Latest AlA-
APL approved version license Qty: 5; Motorola; KT-81680-01R; Tethered Stylus (Spare) Qty 5; 2GB SD Memory
Card Qty 5; Motorola; ADP9000-110R; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or
CAC Reader cable Qty 5; Motorola; 25-62166-01R; USB cable for CAC Reader setup Qty: 1; Motorola; AP7131;
Dual Radio 802.11a/g Access point, Plastic facade with QIG Qty: 1; Motorola; 50-14000-247R; AP-7131 Power
Supply: 100- 250VAC,48.0VDC, 0.75A Qty: 1; Motorola; 50-16000-221R; AC Line Cord, 1.8M, grounded, USA
NEMA 5-15P Qty: 6; Motorola; ML-2499-HPA3-01R; Environment: Indoor/Outdoor Antenna; Type: Dipole;
Gain (Net): 4.6dBi (3.3dBi); Beam Width: E-Plane: 31 degrees, H-Plane: 360 degrees; Cable: 48 inches; Requires
25-72178-01 adapter Qty: 6; Motorola; 25-72178-01; RP-SMA (Male) to RP-BNC (Female) Adapter; Length 7.9
cm; Cable type: RG-316 Qty: 1; Tessco; V14126-C60-C-6; 14X12X6 Polycarbonate 4X MIMO Enclosure. Incl:
Clear Door, Univ. Back Panel, (7) Pre-drilled holes (1 strain relief and 6 Jumper holes), & CAT60 Lock, IP54
compliant Qty: 7; Motorola; 50-16000-220R; Central Europe (Germany) power cord Qty: 7; Motorola; 50-16000-
219R; United Kingdom (Great Britain) power cord Qty: 1; Motorola; SAC9000-400R; Multiple (4) Battery Charger
Qty: 1; Transit Case Configurations Training CD-ROM Qty: 1; PSI; PS12607; Transit Case Complete Description:
Motorola MC9090-G Hand Held Computer, 802.11 a/b/g, Imager, Color, 128 MB RAM /128MB ROM, 53 Key,
Win Mobile 6.1, Audio/VVoice/BT, Battery, Stylus - 5 each; Spare Battery - 5 each; 1-Slot Serial Cradle Kit with
Power Supply w/ DC line cord and US AC line cord - 5 each; USB Cable for the cradle to the host system - 5 each;
Apriva BT200-T CAC Reader - 5 each; Latest compatible AIA - APL versions of Data-At-Rest, Malicous Code
Detector, and Firewall licenses - 5 each; FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version
license - 5 each; Tethered Stylus (Spare) - 5 each; 2GB SD Memory Card - 5 each; MC90XX Cable Adapter (5v -
350mA ) for use with Zebra printer cable or CAC Reader cable - 5 each; USB cable for CAC Reader setup - 5 each;
Motorola AP7131 Access Point; Dual Radio 802.11a/g, Plastic facade with QIG; Power Supply: 100-
250VAC,48.0VDC, 0.75A; AC Line Cord, 1.8M, grounded, USA NEMA 5-15P; Environment: Indoor/Outdoor
Antenna, Type: Dipole; Gain (Net): 4.6dBi (3.3dBi), Beam Width: E-Plane: 31 degrees, H-Plane: 360 degrees,
Cable: 48 inches, Requires 25-72178-01 adapter - 6 each; RP-SMA (Male) to RP-BNC (Female) Adapter - 6 each;
Length 7.9 cm; Cable type: RG-316; Tessco 14X12X6 Polycarbonate 4X MIMO NEMA Enclosure. Incl: Clear
Door, Univ. Back Panel, (7) Pre-drilled holes (1 strain relief and 6 Jumper holes), & CAT60 Lock, IP56 compliant;
Multiple (4) Battery Charger, Transit Case Configurations Training CD-ROM, Transit Case.

SUBCLIN 0023AB
The CLIN extended description has changed from Transit Case Configuration for Five (5) Hand Held

Barcode Terminals (HHT-C) With Win Mobile 5.0 OS , Full Keypad and 802.11g/i wireless communications, Radio
Frequency Access Point (NEMA Enclosure)includes: (Qty; Mfr; Model Number; Desc.);Qty: 5;
Motorola;MC9090-G; Gun, 802.11 a/b/g, Imager, Color, 128/128MB, 53 Key, WM5.0, Audio/Voice/BT, Battery,
StylusQty: 5; Motorola; BTRY-MC90GKABOE-NI BatteryQty: 5; Motorola; CRD9000-110SR; 1-Slot Serial
Cradle Kit (includes power supply and US power cord)Qty: 5; Motorola; 25-64936-01R; USB Cable for the cradle
to the host systemQty: 5; Apriva; BT200-T; CAC ReaderQty: 5; Credant;EE-SLP1; CMG Shield/Device Perpetual
License for Data-At-Rest, Latest AIA-APL approved version Qty 5; Juniper; OAC-ADD-F1CLT; FIPS 140-2
Odyssey Access Client, Latest AIA-APL approved version licenseQty 5; Motorola; KT-81680-01R; Tethered Stylus
(Spare)Qty 5; SCAN DISK SDSDB-2048-A11; 2GB SD Memory CardQty 5; Motorola; ADP9000-110R; MC90XX
Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cableQty 5; Motorola; 25-62166-01R;
USB cable for CAC Reader setupQty 1; Motorola; AP7131; Dual Radio 802.11a/g Access point, Plastic fagade with
QIGQty 1; Motorola; 50-14000-247R; AP-7131 Power Supply: 100- 250VAC,48.0VDC, 0.75AQty 1; Matorola;
50-16000-221R; AC Line Cord, 1.8M, grounded, USA NEMA 5-15PQty 6; Motorola; ML-2499-HPA3-01R;
Environment: Indoor/Outdoor Antenna; Type: Dipole; Gain (Net): 4.6dBi (3.3dBi); Beam Width: E-Plane: 31
degrees, H-Plane: 360 degrees; Cable: 48 inches; Requires 25-72178-01 adapterQty 6; Motorola; 25-72178-01; RP-
SMA (Male) to RP-BNC (Female) Adapter; Length 7.9 cm; Cable type: RG-316Qty 1; Tessco; V14126-C60-C-6;
14X12X6 Polycarbonate 4X MIMO Enclosure. Incl: Clear Door, Univ. Back Panel, (7) Pre-drilled holes (1 strain
relief and 6 Jumper holes), & CAT60 Lock, IP54 compliantQty 7; Motorola; 50-16000-220R; Central Europe
(Germany) power cordQty 7; Motorola; 50-16000-219R; United Kingdom (Great Britain) power cordQty 1;
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Motorola; SAC9000-400R; Multiple (4) Battery ChargerQty 1; Transit Case Configurations Training CD-ROMQty
1; PSI; PS12607; Transit CaseComplete Description:Motorola MC9090-G Hand Held Computer, 802.11 a/b/g,
Imager, Color, 128 MB RAM /128MB ROM, 53 Key, Win Mobile 5.0, Audio/Voice/BT, Battery, Stylus - 5 each;
Spare Battery - 5 each; 1-Slot Serial Cradle Kit with Power Supply w/ DC line cord and US AC line cord - 5 each;
Apriva BT200-T CAC Reader - 5 each; CMG Shield/Device Perpetual License for Data-At-Rest, Latest AIA-APL
approved version - 5 each; FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version license - 5 each;
Tethered Stylus (Spare) - 5 each; 2GB SD Memory Card - 5 each; MC90XX Cable Adapter (5v - 350mA ) for use
with Zebra printer cable or CAC Reader cable - 5 each; USB cable for CAC Reader setup - 5 each; Motorola
AP7131 Access Point; Dual Radio 802.11a/g, Plastic facade with QIG; Power Supply: 100- 250VAC,48.0VDC,
0.75A; AC Line Cord, 1.8M, grounded, USA NEMA 5-15P; Environment: Indoor/Outdoor Antenna, Type: Dipole;
Gain (Net): 4.6dBi (3.3dBi), Beam Width: E-Plane: 31 degrees, H-Plane: 360 degrees, Cable: 48 inches, Requires
25-72178-01 adapter - 6 each; P-SMA (Male) to RP-BNC (Female) Adapter - 6 each; Length 7.9 cm; Cable type:
RG-316; Tessco 14X12X6 Polycarbonate 4X MIMO NEMA Enclosure. Incl: Clear Door, Univ. Back Panel, (7)
Pre-drilled holes (1 strain relief and 6 Jumper holes), & CAT60 Lock, IP56 compliant; Central Europe (Germany)
power cord-7 each; United Kingdom (Great Britain) power cord-7 each; Multiple (4) Battery Charger, Transit Case
Configurations Training CD-ROM, Transit Case to Transit Case Configuration for Five (5) Hand Held Barcode
Terminals (HHT-C) With Win Mobile 5.0 OS , Full Keypad and 802.11g/i wireless communications, Radio
Frequency Access Point (NEMA Enclosure) Includes: (Qty; Mfr; Model Number; Desc.); Qty: 5;
Motorola;MC9090-G; Gun, 802.11 a/b/g, Imager, Color, 128/128MB, 53 Key, WM5.0, Audio/VVoice/BT, Battery,
Stylus Qty: 5; Motorola; BTRY-MC90GKABOE-NI Battery Qty: 5; Motorola; CRD9000-110SR; 1-Slot Serial
Cradle Kit (includes power supply and US power cord) Qty: 5; Motorola; 25-64936-01R; USB Cable for the cradle
to the host system Qty: 5; Apriva; BT200-T; CAC Reader Qty: 5; Data-At-Rest, Latest AIA-APL approved
version, Qty 5; Malicious Code Detectors (Anti-Virus), Latest AIA-APL approved version, Qty 5; Firewall, Latest
AlA-APL approved version, Qty 5; Juniper; OAC-ADD-F1CLT; FIPS 140-2 Odyssey Access Client, Latest AIA-
APL approved version license Qty 5; Motorola; KT-81680-01R; Tethered Stylus (Spare) Qty 5; 2GB SD Memory
Card Qty 5; Motorola; ADP9000-110R; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or
CAC Reader cable Qty 5; Motorola; 25-62166-01R; USB cable for CAC Reader setup Qty 1; Motorola; AP7131;
Dual Radio 802.11a/g Access point, Plastic facade with QIG Qty 1; Motorola; 50-14000-247R; AP-7131 Power
Supply: 100- 250VAC,48.0VDC, 0.75A Qty 1; Motorola; 50-16000-221R; AC Line Cord, 1.8M, grounded, USA
NEMA 5-15P Qty 6; Motorola; ML-2499-HPA3-01R; Environment: Indoor/Outdoor Antenna; Type: Dipole; Gain
(Net): 4.6dBi (3.3dBi); Beam Width: E-Plane: 31 degrees, H-Plane: 360 degrees; Cable: 48 inches; Requires 25-
72178-01 adapter Qty 6; Motorola; 25-72178-01; RP-SMA (Male) to RP-BNC (Female) Adapter; Length 7.9 cm;
Cable type: RG-316 Qty 1; Tessco; V14126-C60-C-6; 14X12X6 Polycarbonate 4X MIMO Enclosure. Incl: Clear
Door, Univ. Back Panel, (7) Pre-drilled holes (1 strain relief and 6 Jumper holes), & CAT60 Lock, IP54 compliant
Qty 7; Motorola; 50-16000-220R; Central Europe (Germany) power cord Qty 7; Motorola; 50-16000-219R; United
Kingdom (Great Britain) power cord Qty 1; Motorola; SAC9000-400R; Multiple (4) Battery Charger Qty 1;
Transit Case Configurations Training CD-ROM Qty 1; PSI; PS12607; Transit Case Complete Description:
Motorola MC9090-G Hand Held Computer, 802.11 a/b/g, Imager, Color, 128 MB RAM /128MB ROM, 53 Key,
Win Mobile 5.0, Audio/Voice/BT, Battery, Stylus - 5 each; Spare Battery - 5 each; 1-Slot Serial Cradle Kit with
Power Supply w/ DC line cord and US AC line cord - 5 each; Apriva BT200-T CAC Reader - 5 each; Latest
compatible AlIA - APL versions of Data-At-Rest, Malicous Code Detector, and Firewall licenses - 5 each; FIPS 140-
2 Odyssey Access Client, Latest AIA-APL approved version license - 5 each; Tethered Stylus (Spare) - 5 each; 2GB
SD Memory Card - 5 each; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader
cable - 5 each; USB cable for CAC Reader setup - 5 each; Motorola AP7131 Access Point; Dual Radio 802.11a/g,
Plastic facade with QIG; Power Supply: 100- 250VAC,48.0VDC, 0.75A; AC Line Cord, 1.8M, grounded, USA
NEMA 5-15P; Environment: Indoor/Outdoor Antenna, Type: Dipole; Gain (Net): 4.6dBi (3.3dBi), Beam Width: E-
Plane: 31 degrees, H-Plane: 360 degrees, Cable: 48 inches, Requires 25-72178-01 adapter - 6 each; P-SMA (Male)
to RP-BNC (Female) Adapter - 6 each; Length 7.9 cm; Cable type: RG-316; Tessco 14X12X6 Polycarbonate 4X
MIMO NEMA Enclosure. Incl: Clear Door, Univ. Back Panel, (7) Pre-drilled holes (1 strain relief and 6 Jumper
holes), & CAT60 Lock, IP56 compliant; Central Europe (Germany) power cord-7 each; United Kingdom (Great
Britain) power cord-7 each; Multiple (4) Battery Charger, Transit Case Configurations Training CD-ROM, Transit
Case.
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SUBCLIN 0023CA

The CLIN extended description has changed from Transit Case Configuration, Hand Held Barcode
Terminal(HHT-C) With Win Mobile 6.X (Latest Version), Full Keypad and 802.11g/i wireless communications, and
Stationary Bar Code Label Printer and Accessoriesincludes: (Qty; Mfr; Model Number; Desc.);Qty: 1;
Motorola;MC9090-G; Gun, 802.11 a/b/g, Imager, Color, 128/128MB, 53 Key, WM6.1, Audio/Voice/BT, Battery,
StylusQty: 1; Motorola;BTRY-MC90GKABOE-N; BatteryQty: 1; Motorola; CRD9000-110SR; 1-Slot Serial Cradle
Kit (includes power supply and US power cord)Qty: 1; Motorola; 25-64396-01R; USB Cable for the cradle to the
host systemQty: 1; Apriva; BT200-T; CAC ReaderQty: 1; Credant; ;EE-SLP1; CMG Shield/Device Perpetual
License for Data-At-Rest, Latest AIA-APL approved version Qty: 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2
Odyssey Access Client, Latest AIA-APL approved version licenseQty: 1; Motorola; KT-81680-01R; Tethered
Stylus (Spare)Qty 1; SCANDISK SDSDB-2048-Al11; 2GB SD Memory CardQty 1; Motorola; ADP9000-110R;
MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cableQty 1; Motorola; 25-
62166-01R; USB cable for CAC Reader setupQty: 3; Motorola; 50-16000-220R; Central Europe (Germany) power
cordQty: 3; Motorola; 50-16000-219R; United Kingdom (Great Britain) power cordQty: 1; Motorola; SAC9000-
400R; Multiple (4) Battery ChargerQty: 1; Transit Case Configurations Training CD-ROMQty: 1; PSI; PS12612;
Transit CaseQty: 1; Zebra; ZM400; Stationary Bar Code Label PrinterQty: 1; Zebra; 105850-006; USB CableQty: 1;
Zebra; P1000219; External Print ServerQty: 1; Zebra; 10008530; 8" roll of 4" x 6" plastic labelsQty: 1; Zebra;
05095BK11045; 4" wide resin ribbonComplete Description:Motorola MC9090-G Hand Held Computer, 802.11
a/b/g, Imager, Color, 128 MB RAM /128MB ROM, 53 Key, Win Mobile 6.1, Audio/Voice/BT, Battery, Stylus;
Spare Battery; 1-Slot Serial Cradle Kit with Power Supply w/ DC line cord and US AC line cord; USB cable for the
cradle to the host system; Apriva BT200-T CAC Reader; CMG Shield/Device Perpetual License for Data-At-Rest,
Latest AIA-APL approved version; FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version license;
Tethered Stylus (Spare); 2GB SD Memory Card; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer
cable or CAC Reader cable; USB cable for CAC Reader setup; Central Europe (Germany) power cord-3 each;
United Kingdom (Great Britain) power cord-3 each; Multiple (4) Battery Charger, Transit Case Configurations
Training CD-ROM, Transit Case; Zebra ZM400 thermal transfer or direct thermal stationary bar code label printer,
USB cable, external print server, 8" roll 4"x6" plastic labels, resin ribbon for 4" labels to Transit Case Configuration,
Hand Held Barcode Terminal(HHT-C) With Win Mobile 6.X (Latest Version), Full Keypad and 802.11g/i wireless
communications, and Stationary Bar Code Label Printer and Accessories Includes: (Qty; Mfr; Model Number;
Desc.); Qty: 1; Motorola;MC9090-G; Gun, 802.11 a/b/g, Imager, Color, 128/128MB, 53 Key, WM6.1,
Audio/Voice/BT, Battery, Stylus Qty: 1; Motorola;BTRY-MC90GKABOE-N; Battery Qty: 1; Motorola;
CRD9000-110SR; 1-Slot Serial Cradle Kit (includes power supply and US power cord) Qty: 1; Motorola; 25-
64396-01R; USB Cable for the cradle to the host system Qty: 1; Apriva; BT200-T; CAC Reader Qty: 1; Perpetual
License for Data-At-Rest, Latest AIA-APL approved version, Qty 1; Malicious Code Detectors (Anti-Virus), Latest
AIA-APL approved version, Qty 1; Firewall, Latest AIA-APL approved version, Qty: 1; Juniper; OAC-ADD-
F1CLT; FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version license Qty: 1; Motorola; KT-
81680-01R; Tethered Stylus (Spare) Qty 1; 2GB SD Memory Card Qty 1; Motorola; ADP9000-110R; MC90XX
Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cable Qty 1; Motorola; 25-62166-
01R; USB cable for CAC Reader setup Qty: 3; Motorola; 50-16000-220R; Central Europe (Germany) power cord
Qty: 3; Motorola; 50-16000-219R; United Kingdom (Great Britain) power cord Qty: 1; Motorola; SAC9000-400R;
Multiple (4) Battery Charger Qty: 1; Transit Case Configurations Training CD-ROM Qty: 1; PSI; PS12612;
Transit Case Qty: 1; Zebra; ZM400; Stationary Bar Code Label Printer Qty: 1; Zebra; 105850-006; USB Cable
Qty: 1; Zebra; P1000219; External Print Server Qty: 1; Zebra; 10008530; 8" roll of 4" x 6" plastic labels Qty: 1;
Zebra; 05095BK11045; 4" wide resin ribbon Complete Description: Motorola MC9090-G Hand Held Computer,
802.11 a/b/g, Imager, Color, 128 MB RAM /128MB ROM, 53 Key, Win Mobile 6.1, Audio/Voice/BT, Battery,
Stylus; Spare Battery; 1-Slot Serial Cradle Kit with Power Supply w/ DC line cord and US AC line cord; USB cable
for the cradle to the host system; Apriva BT200-T CAC Reader; Latest compatible AIA - APL versions of Data-At-
Rest, Malicious Code Detector, and Firewall licenses; FIPS 140-2 Odyssey Access Client, Latest AIA-APL
approved version license; Tethered Stylus (Spare); 2GB SD Memory Card; MC90XX Cable Adapter (5v - 350mA )
for use with Zebra printer cable or CAC Reader cable; USB cable for CAC Reader setup; Central Europe (Germany)
power cord-3 each; United Kingdom (Great Britain) power cord-3 each; Multiple (4) Battery Charger, Transit Case
Configurations Training CD-ROM, Transit Case; Zebra ZM400 thermal transfer or direct thermal stationary bar
code label printer, USB cable, external print server, 8" roll 4"x6" plastic labels, resin ribbon for 4" labels.
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SUBCLIN 0023CB

The CLIN extended description has changed from Transit Case Configuration, Hand Held Barcode
Terminal(HHT-C) With Win Mobile 5.0, Full Keypad and 802.11g/i wireless communications, and Stationary Bar
Code Label Printer and Accessoriesincludes: (Qty; Mfr; Model Number; Desc.);Qty: 1; Motorola; MC9090-G; Gun,
802.11 a/b/g, Imager, Color, 128/128MB, 53 Key, WM5.0, Audio/Voice/BT, Battery, StylusQty: 1; Motorola;
BTRY-MC90GKABOE-N;; BatteryQty: 1; Motorola; CRD9000-110SR; 1-Slot Serial Cradle KitQty: 1; Motorola;
25-64396-01R; USB Cable for the cradle to the host systemQty: 1; Apriva; BT200-T; CAC ReaderQty: 1; Credant;
;EE-SLP1 CMG Shield/Device Perpetual License for Data-At-Rest, Latest AIA-APL approved version Qty 1;
Juniper; OAC-ADD-F1CLT; FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version licenseQty 1;
Motorola; KT-81680-01R; Tethered Stylus (Spare)Qty 1; SANDISK SDSDB-2048-A11; 2GB SD Memory CardQty
1; Motorola; ADP9000-110R; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC
Reader cableQty 1; Motorola; 25-62166-01R; USB cable for CAC Reader setupQty 3; Motorola; 50-16000-220R;
Central Europe (Germany) power cordQty 3; Motorola; 50-16000-219R; United Kingdom (Great Britain) power
cordQty 1; Motorola; SAC9000-400R; Multiple (4) Battery ChargerQty 1; Transit Case Configurations Training
CD-ROMQty 1; PSI; PS12607; Transit CaseQty: 1; Zebra; ZM400; Thermal transfer or direct thermal, Stationary
Bar Code Label PrinterQty: 1; Zebra; 105850-006; USB CableQty: 1; Zebra; P1000219; External Print ServerQty:
1; Zebra; 10008530; 8" roll of 4" x 6" plastic labelsQty: 1; Zebra; 05095BK11045; 4" wide resin ribbonComplete
Description:Motorola MC9090-G Hand Held Computer, 802.11 a/b/g, Imager, Color, 128 MB RAM /128MB ROM,
53 Key, Win Mobile 5.0, Audio/Voice/BT, Battery, Stylus; Spare Battery; 1-Slot Serial Cradle Kit with Power
Supply w/ DC line cord and US AC line cord; USB Cable for the cradle to the host system; Apriva BT200-T CAC
Reader; CMG Shield/Device Perpetual License for Data-At-Rest, Latest AIA-APL approved version; FIPS 140-2
Odyssey Access Client, Latest AIA-APL approved version license; Tethered Stylus (Spare); 2GB SD Memory Card;
MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cable; USB cable for CAC
Reader setup; Central Europe (Germany) power cord-3 each; United Kingdom (Great Britain) power cord-3 each;
Multiple (4) Battery Charger, Transit Case Configurations Training CD-ROM, Transit Case; Zebra ZM400 thermal
transfer or direct thermal stationary bar code label printer, USB cable, external print server, 8" roll 4"x6" plastic
labels, resin ribbon for 4" labels to Transit Case Configuration, Hand Held Barcode Terminal(HHT-C) With Win
Mobile 5.0, Full Keypad and 802.11g/i wireless communications, and Stationary Bar Code Label Printer and
Accessories Includes: (Qty; Mfr; Model Number; Desc.); Qty: 1; Motorola; MC9090-G; Gun, 802.11 a/b/g,
Imager, Color, 128/128MB, 53 Key, WM5.0, Audio/Voice/BT, Battery, Stylus Qty: 1; Motorola; BTRY -
MC90GKABOE-N;; Battery Qty: 1; Motorola; CRD9000-110SR; 1-Slot Serial Cradle Kit Qty: 1; Motorola; 25-
64396-01R; USB Cable for the cradle to the host system Qty: 1; Apriva; BT200-T; CAC Reader Qty: 1; Data-At-
Rest, Latest AIA-APL approved version, Qty 1; Malicious Code Detectors (Anti-Virus), Latest AIA-APL approved
version, Qty 1; Firewall, Latest AIA-APL approved version, Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2
Odyssey Access Client, Latest AIA-APL approved version license Qty 1; Motorola; KT-81680-01R; Tethered
Stylus (Spare) Qty 1; 2GB SD Memory Card Qty 1; Motorola; ADP9000-110R; MC90XX Cable Adapter (5v -
350mA ) for use with Zebra printer cable or CAC Reader cable Qty 1; Motorola; 25-62166-01R; USB cable for
CAC Reader setup Qty 3; Motorola; 50-16000-220R; Central Europe (Germany) power cord Qty 3; Motorola; 50-
16000-219R; United Kingdom (Great Britain) power cord Qty 1; Motorola; SAC9000-400R; Multiple (4) Battery
Charger Qty 1; Transit Case Configurations Training CD-ROM Qty 1; PSI; PS12607; Transit Case Qty: 1; Zebra;
ZM400; Thermal transfer or direct thermal, Stationary Bar Code Label Printer Qty: 1; Zebra; 105850-006; USB
Cable Qty: 1; Zebra; P1000219; External Print Server Qty: 1; Zebra; 10008530; 8" roll of 4" x 6" plastic labels
Qty: 1; Zebra; 05095BK11045; 4" wide resin ribbon Complete Description: Motorola MC9090-G Hand Held
Computer, 802.11 a/b/g, Imager, Color, 128 MB RAM /128MB ROM, 53 Key, Win Mobile 5.0, Audio/Voice/BT,
Battery, Stylus; Spare Battery; 1-Slot Serial Cradle Kit with Power Supply w/ DC line cord and US AC line cord,;
USB Cable for the cradle to the host system; Apriva BT200-T CAC Reader; Latest compatible AIA - APL versions
of Data-At-Rest, Malicious Code Detector, and Firewall licenses; FIPS 140-2 Odyssey Access Client, Latest AlA-
APL approved version license; Tethered Stylus (Spare); 2GB SD Memory Card; MC90XX Cable Adapter (5v -
350mA ) for use with Zebra printer cable or CAC Reader cable; USB cable for CAC Reader setup; Central Europe
(Germany) power cord-3 each; United Kingdom (Great Britain) power cord-3 each; Multiple (4) Battery Charger,
Transit Case Configurations Training CD-ROM, Transit Case; Zebra ZM400 thermal transfer or direct thermal
stationary bar code label printer, USB cable, external print server, 8" roll 4"x6" plastic labels, resin ribbon for 4"
labels.
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SUBCLIN 1001AA
The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-A) with

Abbreviated Keypad and Wireless (802.11g/i) Communications Includes: (Qty; Mfr; Model Number; Desc.); Qty:
1; Motorola; MC9090-K; Brick, 802.11 a/b/g, Imager, Color, 128/128MB, 43 Key, WM®6.1, Audio/Voice/BT,
Battery, Stylus Qty: 1; Motorola; MC90GKABOE-NI ; Battery Qty: 1; Motorola; CRD9000-110SR; 1-Slot Serial
Cradle Kit Qty 1; Motorola; 25-64396-01R; USB Cable for the cradle to the host system Qty: 1; Apriva; BT200-T,;
CAC Reader Qty: 1; Credant; EE-SLP1; CMG Shield/Device Perpetual License Data-At-Rest, Latest AIA-APL
approved version Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2 Odyssey Access Client, Latest AIA-APL
approved version license Qty 1; Motorola; KT-81680-01R; Tethered Stylus (Spare) Qty 1; SANDISK; SDSDB-
2048-A11;2GB SD Memory Card Qty 1; Motorola; ADP9000-110R; MC90XX Cable Adapter (5v - 350mA ) for
use with Zebra printer cable or CAC Reader cable Qty 1; Motorola; 25-62166-01R; USB cable for CAC Reader
setup Complete Description: Motorola MC9090-K Hand Held Computer, 802.11 a/b/g, Imager, Color, 128 MB
RAM /128MB ROM, 43 Key, Windows Mobile 6.1, Audio/Voice/BT, Battery, Stylus; Spare Battery; 1-Slot Serial
Cradle Kit with Power Supply w/ DC line cord and US AC line cord; USB Cable for the cradle to the host system;
Apriva BT200-T CAC Reader; CMG Shield/Device Perpetual License for Data-At-Rest, Latest AIA-APL approved
version; FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version license; Tethered Stylus (Spare);
2GB SD Memory Card; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader
cable; USB cable for CAC Reader setupNOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of
Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance separation is O inches to Hand
Held Barcode Terminal (HHT-A) with Abbreviated Keypad and Wireless (802.11g/i) Communications Includes:
(Qty; Mfr; Model Number; Desc.); Qty: 1; Motorola; MC9090-K; Brick, 802.11 a/b/g, Imager, Color, 128/128MB,
43 Key, WM6.1, Audio/Voice/BT, Battery, Stylus Qty: 1; Motorola; MC90GKABOE-NI ; Battery Qty: 1;
Motorola; CRD9000-110SR; 1-Slot Serial Cradle Kit Qty 1; Motorola; 25-64396-01R; USB Cable for the cradle to
the host system Qty: 1; Apriva; BT200-T; CAC Reader Qty: 1; Data-At-Rest, Latest AIA-APL approved version,
Qty 1; Malicious Code Detectors (Anti-Virus), Latest AIA-APL approved version, Qty 1; Firewall, Latest AlA-
APL approved version, Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2 Odyssey Access Client, Latest AIA-APL
approved version license Qty 1; Motorola; KT-81680-01R; Tethered Stylus (Spare) Qty 1; 2GB SD Memory Card
Qty 1; Motorola; ADP9000-110R; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC
Reader cable Qty 1; Motorola; 25-62166-01R; USB cable for CAC Reader setup Complete Description: Motorola
MC9090-K Hand Held Computer, 802.11 a/b/g, Imager, Color, 128 MB RAM /128MB ROM, 43 Key, Windows
Mobile 6.1, Audio/Voice/BT, Battery, Stylus; Spare Battery; 1-Slot Serial Cradle Kit with Power Supply w/ DC line
cord and US AC line cord; USB Cable for the cradle to the host system; Apriva BT200-T CAC Reader; Latest
compatible AIA-APL approved versions of Data-At-Rest, Malicious Code Detectors (Anti-Virus) and Firewall
licenses; Tethered Stylus (Spare); 2GB SD Memory Card; MC90XX Cable Adapter (5v - 350mA ) for use with
Zebra printer cable or CAC Reader cable; USB cable for CAC Reader setupNOTE: Naval Surface Warfare Center,
Dahlgren tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance
separation is 0 inches.

SUBCLIN 1001BA
The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-B) with

Abbreviated Keypad and Batch Communications (No Wireless Capability)Hand Held Barcode Terminal (HHT-B)
with Abbreviated Keypad and Batch Communications (No Wireless Capability)Includes: (Qty; Mfr; Model
Number; Desc.);Qty: 1; Motorola; MC9090-K; Brick, Batch, Imager, Color, 128/128MB, 43 Key, WM6.1,
Audio/Voice/BT, Battery, StylusQty: 1; Motorola; KT-21-61261-NI; BatteryQty: 1; Motorola; CRD9000-110SR; 1-
Slot Serial Cradle KitQty 1; Motorola; 25-64396-01R; USB Cable for the cradle to the host systemQty: 1; Apriva;
BT200-T; CAC ReaderQty: 1; Credant; EE-SLP1; CMG Shield/Device Perpetual License for Data-At-Rest, Latest
AIA-APL approved version Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2 Odyssey Access Client, Latest AIA-
APL approved version licenseQty 1; Motorola; KT-81680-01R; Tethered Stylus (Spare)Qty 1; Motorola; 2GB SD
Memory CardQty 1; Motorola; ADP9000-110R; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer
cable or CAC Reader cableQty 1; Motorola; 25-62166-01R; USB cable for CAC Reader setupComplete
Description:Motorola MC9090-K Hand Held Computer, Batch, Imager, Color, 128 MB RAM /128MB ROM, 43
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Key, Windows Mobile 6.1, Audio/VVoice/BT, Battery, Stylus; Spare Battery; 1-Slot Serial Cradle Kit with Power
Supply w/ DC line cord and US AC line cord; USB Cable for the cradle to the host system; Apriva BT200-T CAC
Reader; CMG Shield/Device Perpetual License for Data-At-Rest, Latest AIA-APL approved version; FIPS 140-2
Odyssey Access Client, Latest AIA-APL approved version license; Tethered Stylus (Spare); 2GB SD Memory Card;
MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cable; USB cable for CAC
Reader setup to Hand Held Barcode Terminal (HHT-B) with Abbreviated Keypad and Batch Communications (No
Wireless Capability) Includes: (Qty; Mfr; Model Number; Desc.); Qty: 1; Motorola; MC9000-K; Brick, Batch,
Imager, Color, 128/128MB, 43 Key, WM6.1, Audio/Voice/BT, Battery, Stylus Qty: 1; Motorola; MC90GKABOE-
NI ; Battery Qty: 1; Motorola; CRD9000-110SR; 1-Slot Serial Cradle Kit Qty 1; Motorola; 25-64396-01R; USB
Cable for the cradle to the host system Qty: 1; Apriva; BT200-T; CAC Reader Qty: 1; Data-At-Rest, Latest AIA-
APL approved version, Qty 1; Malicious Code Detectors (Anti-Virus), Latest AIA-APL approved version, Qty 1;
Firewall, Latest AIA-APL approved version, Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2 Odyssey Access
Client, Latest AIA-APL approved version license Qty 1; Motorola; KT-81680-01R; Tethered Stylus (Spare) Qty 1;
2GB SD Memory Card Qty 1; Motorola; ADP9000-110R; MC90XX Cable Adapter (5v - 350mA ) for use with
Zebra printer cable or CAC Reader cable Qty 1; Motorola; 25-62166-01R; USB cable for CAC Reader setup
Complete Description: Motorola MC9000-K Hand Held Computer, Batch, Imager, Color, 128 MB RAM /128MB
ROM, 43 Key, Windows Mobile 6.1, Audio/Voice/BT, Battery, Stylus; Spare Battery; 1-Slot Serial Cradle Kit with
Power Supply w/ DC line cord and US AC line cord; USB Cable for the cradle to the host system; Apriva BT200-T
CAC Reader; Latest compatible AIA-APL approved versions of Data-At-Rest, Malicious Code Detectors (Anti-
Virus) and Firewall licenses; Tethered Stylus (Spare); 2GB SD Memory Card; MC90XX Cable Adapter (5v -
350mA ) for use with Zebra printer cable or CAC Reader cable; USB cable for CAC Reader setup.

SUBCLIN 1001CA

The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-C) with Full
Alpha-numeric Keypad and Wireless (802.11g/i) Communications, and Win Mobile 6.1 Installed Includes: (Qty;
Mfr; Model Number; Desc.); Qty: 1; Motorola; MC9090-G; Gun, 802.11 a/b/g, Imager, Color, 128/128MB, 53
Key, WM6.1, Audio/Voice/BT, Battery, Stylus Qty: 1; Motorola; MC90GKABOE-NI; Battery Qty: 1; Motorola;
CRD9000-110SR; 1-Slot Serial Cradle Kit Qty 1; Motorola; 25-64396-01R; USB Cable for the cradle to the host
system Qty: 1; Apriva; BT200-T; CAC Reader Qty: 1; Credant; EE-SLP1; CMG Shield/Device Perpetual License
for Data-At-Rest, Latest AIA-APL approved version Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2 Odyssey
Access Client, Latest AIA-APL approved version license Qty 1; Motorola; KT-81680-01R; Tethered Stylus (Spare)
Qty 1; SANDISK; SDSDB-2048-A11;2GB SD Memory Card Qty 1; Motorola; ADP9000-110R; MC90XX Cable
Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cable Qty 1; Motorola; 25-62166-01R; USB
cable for CAC Reader setup Complete Description: Motorola MC9090-G Hand Held Computer, 802.11 a/b/g,
Imager, Color, 128 MB RAM /128MB ROM, 53 Key, Win Mobile 6.1, Audio/VVoice/BT, Battery, Stylus; Spare
Battery; 1-Slot Serial Cradle Kit with Power Supply w/ DC line cord and US AC line cord; USB Cable for the cradle
to the host system; Apriva BT200-T CAC Reader; CMG Shield/Device Perpetual License for Data-At-Rest, Latest
AIlA-APL approved version; FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version license;
Tethered Stylus (Spare); 2GB SD Memory Card; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer
cable or CAC Reader cable; USB cable for CAC Reader setup NOTE: Naval Surface Warfare Center, Dahlgren
tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance
separation is 6 inches to Hand Held Barcode Terminal (HHT-C) with Full Alpha-numeric Keypad and Wireless
(802.11¢g/i) Communications, and Win Mobile 6.1 Installed Includes: (Qty; Mfr; Model Number; Desc.); Qty: 1;
Motorola; MC9090-G; Gun, 802.11 a/b/g, Imager, Color, 128/128MB, 53 Key, WM6.1, Audio/Voice/BT, Battery,
Stylus Qty: 1; Motorola; MCO0GKABOE-NI; Battery Qty: 1; Motorola; CRD9000-110SR; 1-Slot Serial Cradle Kit
Qty 1; Motorola; 25-64396-01R; USB Cable for the cradle to the host system Qty: 1; Apriva; BT200-T; CAC
Reader Qty: 1; Data-At-Rest, Latest AIA-APL approved version, Qty 1; Malicious Code Detectors (Anti-Virus),
Latest AIA-APL approved version, Qty 1; Firewall, Latest AIA-APL approved version Qty 1; Juniper; OAC-ADD-
F1CLT; FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version license Qty 1; Motorola; KT-
81680-01R; Tethered Stylus (Spare) Qty 1; 2GB SD Memory Card Qty 1; Motorola; ADP9000-110R; MC90XX
Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cable Qty 1; Motorola; 25-62166-
01R; USB cable for CAC Reader setup Complete Description: Motorola MC9090-G Hand Held Computer, 802.11
a/b/g, Imager, Color, 128 MB RAM /128MB ROM, 53 Key, Win Mobile 6.1, Audio/Voice/BT, Battery, Stylus;
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Spare Battery; 1-Slot Serial Cradle Kit with Power Supply w/ DC line cord and US AC line cord; USB Cable for the
cradle to the host system; Apriva BT200-T CAC Reader; Latest compatible AIA-APL approved versions of Data-
At-Rest, Malicious Code Detectors (Anti-Virus) and Firewall licenses; Tethered Stylus (Spare); 2GB SD Memory
Card; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cable; USB cable for
CAC Reader setup NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic
Radiation to Ordnance (HERO) and the recommended safe distance separation is 6 inches.

SUBCLIN 1001DA

The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-D) with Full
Alpha-numeric Keypad and Batch Communications (No Wireless Capability)Hand Held Barcode Terminal (HHT -
D) with Full Alpha-numeric Keypad and Batch Communications (No Wireless Capability)Includes: (Qty; Mfr;
Model Number; Desc.);Qty: 1; Motorola; MC9090-G; Gun, Batch, Imager, Color, 128/128MB, 53 Key, WM6.1,
Audio/Voice/BT, Battery, StylusQty: 1; Motorola; KT-21-61261-NI; BatteryQty: 1; Motorola; CRD9000-110SR; 1-
Slot Serial Cradle KitQty 1; Motorola; 25-64396-01R; USB Cable for the cradle to the host systemQty: 1; Apriva;
BT200-T; CAC ReaderQty: 1; Credant; EE-SLP1; CMG Shield/Device Perpetual License for Data-At-Rest, Latest
AIlA-APL approved version Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2 Odyssey Access Client, Latest AIA-
APL approved version licenseQty 1; Motorola; KT-81680-01R; Tethered Stylus (Spare)Qty 1; Motorola; 2GB SD
Memory CardQty 1; Motorola; ADP9000-110R; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer
cable or CAC Reader cableQty 1; Motorola; 25-62166-01R; USB cable for CAC Reader setupComplete
Description:Motorola MC9090-G Hand Held Computer, Batch, Imager, Color, 128 MB RAM /128MB ROM, 53
Key, Windows Mobile 6.1, Audio/Voice/BT, Battery, Stylus; Spare Battery; 1-Slot Serial Cradle Kit with Power
Supply w/ DC line cord and US AC line cord; USB Cable for the cradle to the host system; Apriva BT200-T CAC
Reader; CMG Shield/Device Perpetual License for Data-At-Rest, Latest AIA-APL approved version; FIPS 140-2
Odyssey Access Client, Latest AIA-APL approved version license; Tethered Stylus (Spare); 2GB SD Memory Card,;
MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cable; USB cable for CAC
Reader setup to Hand Held Barcode Terminal (HHT-D) with Full Alpha-numeric Keypad and Batch
Communications (No Wireless Capability) Includes: (Qty; Mfr; Model Number; Desc.); Qty: 1; Motorola;
MC9000-G; Gun, Batch, Imager, Color, 128/128MB, 53 Key, WM®6.1, Audio/Voice/BT, Battery, Stylus Qty: 1;
Motorola; MC90GKABOE-NI; Battery Qty: 1; Motorola; CRD9000-110SR; 1-Slot Serial Cradle Kit Qty 1;
Motorola; 25-64396-01R; USB Cable for the cradle to the host system Qty: 1; Apriva; BT200-T; CAC Reader Qty:
1; Data-At-Rest, Latest AIA-APL approved version, Qty 1; Malicious Code Detectors (Anti-Virus), Latest AIA-
APL approved version,Qty 1; Firewall, Latest AIA-APL approved version Qty 1; Juniper; OAC-ADD-F1CLT;
FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version license Qty 1; Motorola; KT-81680-01R;
Tethered Stylus (Spare) Qty 1; 2GB SD Memory Card Qty 1; Motorola; ADP9000-110R; MC90XX Cable Adapter
(5v - 350mA ) for use with Zebra printer cable or CAC Reader cable Qty 1; Motorola; 25-62166-01R; USB cable
for CAC Reader setup Complete Description: Motorola MC9000-G Hand Held Computer, Batch, Imager, Color,
128 MB RAM /128MB ROM, 53 Key, Windows Mobile 6.1, Audio/VVoice/BT, Battery, Stylus; Spare Battery; 1-
Slot Serial Cradle Kit with Power Supply w/ DC line cord and US AC line cord; USB Cable for the cradle to the
host system; Apriva BT200-T CAC Reader; Latest compatible AIA-APL approved versions of Data-At-Rest,
Malicious Code Detectors (Anti-Virus) and Firewall licenses; Tethered Stylus (Spare); 2GB SD Memory Card;
MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cable; USB cable for CAC
Reader setup.

SUBCLIN 1001EA

The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-E) with Extended
Reading Range, Full Alpha-numeric Keypad, and Wireless (802.11g/i) Communications (Desired - Reference Part
D, paragraph 4.1.6) Includes: (Qty; Mfr; Model Number; Desc.); Qty: 1; Motorola; MC9090-G; Gun, Lorax,
802.11 a/b/g, Color, 128/128MB, 53 Key, WM6.1, Audio/Voice/BT, Battery, Stylus Qty: 1;
Motorola;MC90GKABOE-NI; Battery Qty: 1; Motorola; CRD9000-110SR; 1-Slot Serial Cradle Kit Qty 1;
Motorola; 25-64396-01R; USB Cable for the cradle to the host system Qty: 1; Apriva; BT200-T; CAC Reader Qty:
1; Credant; EE-SLP1; CMG Shield/Device Perpetual License for Data-At-Rest, Latest AIA-APL approved version
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Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version license
Qty 1; Motorola; KT-81680-01R; Tethered Stylus (Spare) Qty 1; SANDISK; SDSDB-2048-A11; 2GB SD
Memory Card Qty 1; Motorola; ADP9000-110R; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer
cable or CAC Reader cable Qty 1; Motorola; 25-62166-01R; USB cable for CAC Reader setup Complete
Description: Motorola MC9090-G Hand Held Computer, Lorax, 802.11 a/b/g, Color, 128 MB RAM /128MB ROM,
53 Key, Win Mobile 6.1, Audio/Voice/BT, Battery, Stylus; Spare Battery; 1-Slot Serial Cradle Kit with Power
Supply w/ DC line cord and US AC line cord; USB Cable for the cradle to the host system; Apriva BT200-T CAC
Reader; CMG Shield/Device Perpetual License for Data-At-Rest, Latest AIA-APL approved version; FIPS 140-2
Odyssey Access Client, Latest AIA-APL approved version license; Tethered Stylus (Spare); 2GB SD Memory Card;
MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cable; USB cable for CAC
Reader setup NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic Radiation to
Ordnance (HERO) and the recommended safe distance separation is 6 inches to Hand Held Barcode Terminal
(HHT-E) with Extended Reading Range, Full Alpha-numeric Keypad, and Wireless (802.11g/i) Communications
(Desired - Reference Part D, paragraph 4.1.6) Includes: (Qty; Mfr; Model Number; Desc.); Qty: 1; Motorola;
MC9090-G; Gun, Lorax, 802.11 a/b/g, Color, 128/128MB, 53 Key, WM6.1, Audio/VVoice/BT, Battery, Stylus Qty:
1; Motorola;MC90GKABOE-NI; Battery Qty: 1; Motorola; CRD9000-110SR; 1-Slot Serial Cradle Kit Qty 1;
Motorola; 25-64396-01R; USB Cable for the cradle to the host system Qty: 1; Apriva; BT200-T; CAC Reader Qty:
1; Data-At-Rest, Latest AIA-APL approved version Qty 1; Malicious Code Detectors (Anti-Virus), Latest AIA-
APL approved version Qty 1; Firewall, Latest AIA-APL approved version Qty 1; Juniper; OAC-ADD-F1CLT;
FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version license Qty 1; Motorola; KT-81680-01R;
Tethered Stylus (Spare) Qty 1; 2GB SD Memory Card Qty 1; Motorola; ADP9000-110R; MC90XX Cable Adapter
(5v - 350mA ) for use with Zebra printer cable or CAC Reader cable Qty 1; Motorola; 25-62166-01R; USB cable
for CAC Reader setup Complete Description: Motorola MC9090-G Hand Held Computer, Lorax, 802.11 a/b/g,
Color, 128 MB RAM /128MB ROM, 53 Key, Win Mobile 6.1, Audio/Voice/BT, Battery, Stylus; Spare Battery; 1-
Slot Serial Cradle Kit with Power Supply w/ DC line cord and US AC line cord; USB Cable for the cradle to the
host system; Apriva BT200-T CAC Reader; Latest compatible AIA-APL approved versions of Data-At-Rest,
Malicious Code Detectors (Anti-Virus) and Firewall licenses; Tethered Stylus (Spare); 2GB SD Memory Card;
MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cable; USB cable for CAC
Reader setup NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic Radiation to
Ordnance (HERO) and the recommended safe distance separation is 6 inches.

SUBCLIN 1001FA

The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-F) with Direct Part
Mark Reading Capability, Full Alpha-numeric Keypad, and Wireless (802.11g/i) Communications Includes: (Qty;
Mfr; Model Number; Desc.); Qty: 1; Motorola; MC9090-G; Gun, DPM, 802.11 a/b/g, Color, 128/128MB, 53 Key,
WMB6.1, Audio/Voice/BT, Battery, Stylus Qty: 1; Motorola; MCI0GKABOE-NI; Battery Qty: 1; Motorola;
CRD9000-110SR; 1-Slot Serial Cradle Kit Qty 1; Motorola; 25-64396-01R; USB Cable for the cradle to the host
system Qty: 1; Apriva; BT200-T; CAC Reader Qty: 1; Credant; EE-SLP1; CMG Shield/Device Perpetual License
for Data-At-Rest, Latest AIA-APL approved version Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2 Odyssey
Access Client, Latest AIA-APL approved version license Qty 1; Motorola; KT-81680-01R; Tethered Stylus (Spare)
Qty 1; SANDISK; SDSDB-2048-A11;; 2GB SD Memory Card Qty 1; Motorola; ADP9000-110R; MC90XX Cable
Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cable Qty 1; Motorola; 25-62166-01R; USB
cable for CAC Reader setup Complete Description: Motorola MC9090-G Hand Held Computer, DPM, 802.11
a/b/g, Color, 128 MB RAM /128MB ROM, 53 Key, Win Mobile 6.1, Audio/Voice/BT, Battery, Stylus; Spare
Battery; 1-Slot Serial Cradle Kit with Power Supply w/ DC line cord and US AC line cord; USB Cable for the cradle
to the host system; Apriva BT200-T CAC Reader; CMG Shield/Device Perpetual License for Data-At-Rest, Latest
AIA-APL approved version; FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version license;
Tethered Stylus (Spare); 2GB SD Memory Card; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer
cable or CAC Reader cable; USB cable for CAC Reader setup NOTE: Naval Surface Warfare Center, Dahlgren
tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance
separation is 6 inches to Hand Held Barcode Terminal (HHT-F) with Direct Part Mark Reading Capability, Full
Alpha-numeric Keypad, and Wireless (802.11g/i) Communications Includes: (Qty; Mfr; Model Number; Desc.);
Qty: 1; Motorola; MC9090-G; Gun, DPM, 802.11 a/b/g, Color, 128/128MB, 53 Key, WM®6.1, Audio/Voice/BT,
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Battery, Stylus Qty: 1; Motorola; MC90GKABOE-NI; Battery Qty: 1; Motorola; CRD9000-110SR; 1-Slot Serial
Cradle Kit Qty 1; Motorola; 25-64396-01R; USB Cable for the cradle to the host system Qty: 1; Apriva; BT200-T,;
CAC Reader Qty: 1; Data-At-Rest, Latest AIA-APL approved version, Qty 1; Malicious Code Detectors (Anti-
Virus), Latest AIA-APL approved version, Qty 1; Firewall, Latest AIA-APL approved version Qty 1; Juniper;
OAC-ADD-FICLT; FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version license Qty 1;
Motorola; KT-81680-01R; Tethered Stylus (Spare) Qty 1; 2GB SD Memory Card Qty 1; Motorola; ADP9000-
110R; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cable Qty 1;
Motorola; 25-62166-01R; USB cable for CAC Reader setup Complete Description: Motorola MC9090-G Hand
Held Computer, DPM, 802.11 a/b/g, Color, 128 MB RAM /128MB ROM, 53 Key, Win Mobile 6.1,
Audio/Voice/BT, Battery, Stylus; Spare Battery; 1-Slot Serial Cradle Kit with Power Supply w/ DC line cord and
US AC line cord; USB Cable for the cradle to the host system; Apriva BT200-T CAC Reader; Latest AIA-APL
approved versions of Data-At-Rest, Malicious Code Detectors (Anti-Virus),and Firewall licenses; Tethered Stylus
(Spare); 2GB SD Memory Card; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC
Reader cable; USB cable for CAC Reader setup NOTE: Naval Surface Warfare Center, Dahlgren tested for
Hazards of Electromagnetic Radiation to Ordnance (HERQO) and the recommended safe distance separation is 6
inches.

SUBCLIN 1023AA
The CLIN extended description has changed from Transit Case Configuration for Five (5) Hand Held

Barcode Terminals (HHT-C) With Win Mobile 6.X (Latest Version) OS, Full Keypad and 802.11g/i wireless
communicationsTransit Case Configuration for Five (5) Hand Held Barcode Terminals (HHT-C) With Win Mobile
6.X (Latest Version) OS , Full Keypad and 802.11g/i wireless communications, Radio Frequency Access Point
(NEMA Enclosure)includes: (Qty; Mfr; Model Number; Desc.);Qty: 5; Motorola; MC9090-G; Gun, 802.11 a/b/g,
Imager, Color, 128/128MB, 53 Key, WM6.1, Audio/Voice/BT, Battery, StylusQty: 5; Motorola; KT-21-61261-NlI;
BatteryQty: 5; Motorola; CRD9000-110SR; 1-Slot Serial Cradle Kit (includes power supply and US power
cord)Qty: 5; Motorola; 25-64936-01R; USB Cable for the cradle to the host systemQty: 5; Apriva; BT200-T; CAC
ReaderQty: 5; Credant; EE-SLP1; CMG Shield/Device Perpetual License for Data-At-Rest, Latest AIA-APL
approved version Qty: 5; Juniper; OAC-ADD-F1CLT; FIPS 140-2 Odyssey Access Client, Latest AIA-APL
approved version licenseQty: 5; Motorola; KT-81680-01R; Tethered Stylus (Spare)Qty 5; Motorola; 2GB SD
Memory CardQty 5; Motorola; ADP9000-110R; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer
cable or CAC Reader cableQty 5; Motorola; 25-62166-01R; USB cable for CAC Reader setupQty: 1; Motorola;
AP7131; Dual Radio 802.11a/g Access point, Plastic fagade with QIGQty: 1; Motorola; 50-14000-247R; AP-7131
Power Supply: 100- 250VAC,48.0VDC, 0.75AQty: 1; Motorola; 50-16000-221R; AC Line Cord, 1.8M, grounded,
USA NEMA 5-15PQty: 6; Motorola; ML-2499-HPA3-01R; Environment: Indoor/Outdoor Antenna; Type: Dipole;
Gain (Net): 4.6dBi (3.3dBi); Beam Width: E-Plane: 31 degrees, H-Plane: 360 degrees; Cable: 48 inches; Requires
25-72178-01 adapterQty: 6; Motorola; 25-72178-01; RP-SMA (Male) to RP-BNC (Female) Adapter; Length 7.9
cm; Cable type: RG-316Qty: 1; Tessco; V14126-C60-C-6; 14X12X6 Polycarbonate 4X MIMO Enclosure. Incl:
Clear Door, Univ. Back Panel, (7) Pre-drilled holes (1 strain relief and 6 Jumper holes), & CAT60 Lock, IP54
compliantQty: 7; Motorola; 50-16000-220R; Central Europe (Germany) power cordQty: 7; Motorola; 50-16000-
219R; United Kingdom (Great Britain) power cordQty: 1; Motorola; SAC9000-400R; Multiple (4) Battery
ChargerQty: 1; Transit Case Configurations Training CD-ROMQty: 1; PSI; PS12607; Transit CaseComplete
Description:Motorola MC9090-G Hand Held Computer, 802.11 a/b/g, Imager, Color, 128 MB RAM /128MB ROM,
53 Key, Win Mobile 6.1, Audio/Voice/BT, Battery, Stylus - 5 each; Spare Battery - 5 each; 1-Slot Serial Cradle Kit
with Power Supply w/ DC line cord and US AC line cord - 5 each; USB Cable for the cradle to the host system - 5
each; Apriva BT200-T CAC Reader - 5 each; CMG Shield/Device Perpetual License for Data-At-Rest, Latest AIA-
APL approved version - 5 each; FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version license - 5
each; Tethered Stylus (Spare) - 5 each; 2GB SD Memory Card - 5 each; MC90XX Cable Adapter (5v - 350mA ) for
use with Zebra printer cable or CAC Reader cable - 5 each; USB cable for CAC Reader setup - 5 each; Motorola
AP7131 Access Point; Dual Radio 802.11a/g, Plastic facade with QIG; Power Supply: 100- 250VAC,48.0VDC,
0.75A; AC Line Cord, 1.8M, grounded, USA NEMA 5-15P; Environment: Indoor/Outdoor Antenna, Type: Dipole;
Gain (Net): 4.6dBi (3.3dBi), Beam Width: E-Plane: 31 degrees, H-Plane: 360 degrees, Cable: 48 inches, Requires
25-72178-01 adapter - 6 each; RP-SMA (Male) to RP-BNC (Female) Adapter - 6 each; Length 7.9 cm; Cable type:
RG-316; Tessco 14X12X6 Polycarbonate 4X MIMO NEMA Enclosure. Incl: Clear Door, Univ. Back Panel, (7)
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Pre-drilled holes (1 strain relief and 6 Jumper holes), & CAT60 Lock, IP56 compliant; Multiple (4) Battery Charger,
Transit Case Configurations Training CD-ROM, Transit Case to Transit Case Configuration for Five (5) Hand Held
Barcode Terminals (HHT-C) With Win Mobile 6.X (Latest Version) OS, Full Keypad and 802.11g/i wireless
communications, Radio Frequency Access Point (NEMA Enclosure) Includes: (Qty; Mfr; Model Number; Desc.);
Qty: 5; Motorola; MC9090-G; Gun, 802.11 a/b/g, Imager, Color, 128/128MB, 53 Key, WM®6.1, Audio/Voice/BT,
Battery, Stylus Qty: 5; Motorola; BTRY-MC90GKABOE-NI; BatteryQty: 5; Motorola; CRD9000-110SR; 1-Slot
Serial Cradle Kit (includes power supply and US power cord) Qty: 5; Motorola; 25-64936-01R; USB Cable for the
cradle to the host system Qty: 5; Apriva; BT200-T; CAC Reader Qty: 5; Data-At-Rest, Latest AIA-APL approved
version, Qty 5; Malicious Code Detectors (Anti-Virus), Latest AIA-APL approved version, Qty 5; Firewall, Latest
AIA-APL approved version Qty: 5; Juniper; OAC-ADD-F1CLT; FIPS 140-2 Odyssey Access Client, Latest AIA-
APL approved version license Qty: 5; Motorola; KT-81680-01R; Tethered Stylus (Spare) Qty 5; 2GB SD Memory
Card Qty 5; Motorola; ADP9000-110R; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or
CAC Reader cable Qty 5; Motorola; 25-62166-01R; USB cable for CAC Reader setup Qty: 1; Motorola; AP7131;
Dual Radio 802.11a/g Access point, Plastic facade with QIG Qty: 1; Motorola; 50-14000-247R; AP-7131 Power
Supply: 100- 250VAC,48.0VDC, 0.75A Qty: 1; Motorola; 50-16000-221R; AC Line Cord, 1.8M, grounded, USA
NEMA 5-15P Qty: 6; Motorola; ML-2499-HPA3-01R; Environment: Indoor/Outdoor Antenna; Type: Dipole;
Gain (Net): 4.6dBi (3.3dBi); Beam Width: E-Plane: 31 degrees, H-Plane: 360 degrees; Cable: 48 inches; Requires
25-72178-01 adapter Qty: 6; Motorola; 25-72178-01; RP-SMA (Male) to RP-BNC (Female) Adapter; Length 7.9
cm; Cable type: RG-316 Qty: 1; Tessco; V14126-C60-C-6; 14X12X6 Polycarbonate 4X MIMO Enclosure. Incl:
Clear Door, Univ. Back Panel, (7) Pre-drilled holes (1 strain relief and 6 Jumper holes), & CAT60 Lock, IP54
compliant Qty: 7; Motorola; 50-16000-220R; Central Europe (Germany) power cord Qty: 7; Motorola; 50-16000-
219R; United Kingdom (Great Britain) power cord Qty: 1; Motorola; SAC9000-400R; Multiple (4) Battery Charger
Qty: 1; Transit Case Configurations Training CD-ROM Qty: 1; PSI; PS12607; Transit Case Complete Description:
Motorola MC9090-G Hand Held Computer, 802.11 a/b/g, Imager, Color, 128 MB RAM /128MB ROM, 53 Key,
Win Mobile 6.1, Audio/Voice/BT, Battery, Stylus - 5 each; Spare Battery - 5 each; 1-Slot Serial Cradle Kit with
Power Supply w/ DC line cord and US AC line cord - 5 each; USB Cable for the cradle to the host system - 5 each;
Apriva BT200-T CAC Reader - 5 each; Latest compatible AIA - APL versions of Data-At-Rest, Malicous Code
Detector, and Firewall licenses - 5 each; FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version
license - 5 each; Tethered Stylus (Spare) - 5 each; 2GB SD Memory Card - 5 each; MC90XX Cable Adapter (5v -
350mA ) for use with Zebra printer cable or CAC Reader cable - 5 each; USB cable for CAC Reader setup - 5 each;
Motorola AP7131 Access Point; Dual Radio 802.11a/g, Plastic facade with QIG; Power Supply: 100-
250VAC,48.0VDC, 0.75A; AC Line Cord, 1.8M, grounded, USA NEMA 5-15P; Environment: Indoor/Outdoor
Antenna, Type: Dipole; Gain (Net): 4.6dBi (3.3dBi), Beam Width: E-Plane: 31 degrees, H-Plane: 360 degrees,
Cable: 48 inches, Requires 25-72178-01 adapter - 6 each; RP-SMA (Male) to RP-BNC (Female) Adapter - 6 each;
Length 7.9 cm; Cable type: RG-316; Tessco 14X12X6 Polycarbonate 4X MIMO NEMA Enclosure. Incl: Clear
Door, Univ. Back Panel, (7) Pre-drilled holes (1 strain relief and 6 Jumper holes), & CAT60 Lock, IP56 compliant;
Multiple (4) Battery Charger, Transit Case Configurations Training CD-ROM, Transit Case.

SUBCLIN 1023AB

The CLIN extended description has changed from Transit Case Configuration for Five (5) Hand Held
Barcode Terminals (HHT-C) With Win Mobile 5.0 OS, Full Keypad and 802.11g/i wireless communicationsTransit
Case Configuration for Five (5) Hand Held Barcode Terminals (HHT-C) With Win Mobile 5.0 OS , Full Keypad
and 802.11g/i wireless communications, Radio Frequency Access Point (NEMA Enclosure)Includes: (Qty; Mfr;
Model Number; Desc.);Qty: 5; Motorola; MC9090-G; Gun, 802.11 a/b/g, Imager, Color, 128/128MB, 53 Key,
WM5.0, Audio/Voice/BT, Battery, StylusQty: 5; Motorola; KT-21-61261-NI; BatteryQty: 5; Motorola; CRD9000-
110SR; 1-Slot Serial Cradle Kit (includes power supply and US power cord)Qty: 5; Motorola; 25-64936-01R; USB
Cable for the cradle to the host system to Transit Case Configuration for Five (5) Hand Held Barcode Terminals
(HHT-C) With Win Mobile 5.0 OS , Full Keypad and 802.11g/i wireless communications, Radio Frequency Access
Point (NEMA Enclosure) Includes: (Qty; Mfr; Model Number; Desc.); Qty: 5; Motorola;MC9090-G; Gun, 802.11
a/b/g, Imager, Color, 128/128MB, 53 Key, WM5.0, Audio/VVoice/BT, Battery, Stylus Qty: 5; Motorola; BTRY -
MC90GKABOE-NI Battery Qty: 5; Motorola; CRD9000-110SR; 1-Slot Serial Cradle Kit (includes power supply
and US power cord) Qty: 5; Motorola; 25-64936-01R; USB Cable for the cradle to the host system Qty: 5; Apriva;
BT200-T; CAC Reader Qty: 5; Data-At-Rest, Latest AIA-APL approved version, Qty 5; Malicious Code Detectors
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(Anti-Virus), Latest AIA-APL approved version, Qty 5; Firewall, Latest AIA-APL approved version, Qty 5;
Juniper; OAC-ADD-F1CLT; FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version license Qty 5;
Motorola; KT-81680-01R; Tethered Stylus (Spare) Qty 5; 2GB SD Memory Card Qty 5; Motorola; ADP9000-
110R; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cable Qty 5;
Motorola; 25-62166-01R; USB cable for CAC Reader setup Qty 1; Motorola; AP7131; Dual Radio 802.11a/g
Access point, Plastic facade with QIG Qty 1; Motorola; 50-14000-247R; AP-7131 Power Supply: 100-
250VAC,48.0VDC, 0.75A Qty 1; Motorola; 50-16000-221R; AC Line Cord, 1.8M, grounded, USA NEMA 5-15P
Qty 6; Motorola; ML-2499-HPA3-01R; Environment: Indoor/Outdoor Antenna; Type: Dipole; Gain (Net): 4.6dBi
(3.3dBi); Beam Width: E-Plane: 31 degrees, H-Plane: 360 degrees; Cable: 48 inches; Requires 25-72178-01 adapter
Qty 6; Motorola; 25-72178-01; RP-SMA (Male) to RP-BNC (Female) Adapter; Length 7.9 cm; Cable type: RG-316
Qty 1; Tessco; V14126-C60-C-6; 14X12X6 Polycarbonate 4X MIMO Enclosure. Incl: Clear Door, Univ. Back
Panel, (7) Pre-drilled holes (1 strain relief and 6 Jumper holes), & CAT60 Lock, IP54 compliant Qty 7; Motorolg;
50-16000-220R; Central Europe (Germany) power cord Qty 7; Motorola; 50-16000-219R; United Kingdom (Great
Britain) power cord Qty 1; Motorola; SAC9000-400R; Multiple (4) Battery Charger Qty 1; Transit Case
Configurations Training CD-ROM Qty 1; PSI; PS12607; Transit Case Complete Description: Motorola MC9090-
G Hand Held Computer, 802.11 a/b/g, Imager, Color, 128 MB RAM /128MB ROM, 53 Key, Win Mobile 5.0,
Audio/Voice/BT, Battery, Stylus - 5 each; Spare Battery - 5 each; 1-Slot Serial Cradle Kit with Power Supply w/ DC
line cord and US AC line cord - 5 each; Apriva BT200-T CAC Reader - 5 each; Latest compatible AIA - APL
versions of Data-At-Rest, Malicous Code Detector, and Firewall licenses - 5 each; FIPS 140-2 Odyssey Access
Client, Latest AIA-APL approved version license - 5 each; Tethered Stylus (Spare) - 5 each; 2GB SD Memory Card
- 5 each; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cable - 5 each;
USB cable for CAC Reader setup - 5 each; Motorola AP7131 Access Point; Dual Radio 802.11a/g, Plastic facade
with QIG; Power Supply: 100- 250VAC,48.0VDC, 0.75A; AC Line Cord, 1.8M, grounded, USA NEMA 5-15P;
Environment: Indoor/Outdoor Antenna, Type: Dipole; Gain (Net): 4.6dBi (3.3dBi), Beam Width: E-Plane: 31
degrees, H-Plane: 360 degrees, Cable: 48 inches, Requires 25-72178-01 adapter - 6 each; P-SMA (Male) to RP-
BNC (Female) Adapter - 6 each; Length 7.9 cm; Cable type: RG-316; Tessco 14X12X6 Polycarbonate 4X MIMO
NEMA Enclosure. Incl: Clear Door, Univ. Back Panel, (7) Pre-drilled holes (1 strain relief and 6 Jumper holes), &
CAT60 Lock, IP56 compliant; Central Europe (Germany) power cord-7 each; United Kingdom (Great Britain)
power cord-7 each; Multiple (4) Battery Charger, Transit Case Configurations Training CD-ROM, Transit Case.

SUBCLIN 1023CA
The CLIN extended description has changed from Transit Case Configuration, Hand Held Barcode

Terminal(HHT-C) With Win Mobile 6.X (Latest Version), Full Keypad and 802.11g/i wireless communications, and
Stationary Bar Code Label Printer and AccessoriesTransit Case Configuration, Hand Held Barcode Terminal(HHT-
C) With Win Mobile 6.X (Latest Version), Full Keypad and 802.11g/i wireless communications, and Stationary Bar
Code Label Printer and Accessoriesincludes: (Qty; Mfr; Model Number; Desc.);Qty: 1; Motorola; MC9090-G; Gun,
802.11 a/b/g, Imager, Color, 128/128MB, 53 Key, WM®6.1, Audio/Voice/BT, Battery, StylusQty: 1; Motorola; KT-
21-61261-NI; BatteryQty: 1; Motorola; CRD9000-110SR; 1-Slot Serial Cradle Kit (includes power supply and US
power cord)Qty: 1; Motorola; 25-64396-01R; USB Cable for the cradle to the host systemQty: 1; Apriva; BT200-T;
CAC ReaderQty: 1; Credant; EE-SLP1; CMG Shield/Device Perpetual License for Data-At-Rest, Latest AIA-APL
approved version Qty: 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2 Odyssey Access Client, Latest AIA-APL
approved version licenseQty: 1; Motorola; KT-81680-01R; Tethered Stylus (Spare)Qty 1; Motorola; 2GB SD
Memory CardQty 1; Motorola; ADP9000-110R; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer
cable or CAC Reader cableQty 1; Motorola; 25-62166-01R; USB cable for CAC Reader setupQty: 3; Motorola; 50-
16000-220R; Central Europe (Germany) power cordQty: 3; Motorola; 50-16000-219R; United Kingdom (Great
Britain) power cordQty: 1; Motorola; SAC9000-400R; Multiple (4) Battery ChargerQty: 1; Transit Case
Configurations Training CD-ROMQty: 1; PSI; PS12612; Transit CaseQty: 1; Zebra; ZM400; Stationary Bar Code
Label PrinterQty: 1; Zebra; 105850-006; USB CableQty: 1; Zebra; P1000219; External Print ServerQty: 1; Zebra;
10008530; 8" roll of 4" x 6" plastic labelsQty: 1; Zebra; 05095BK11045; 4" wide resin ribbonComplete
Description:Motorola MC9090-G Hand Held Computer, 802.11 a/b/g, Imager, Color, 128 MB RAM /128MB ROM,
53 Key, Win Mobile 6.1, Audio/Voice/BT, Battery, Stylus; Spare Battery; 1-Slot Serial Cradle Kit with Power
Supply w/ DC line cord and US AC line cord; USB cable for the cradle to the host system; Apriva BT200-T CAC
Reader; CMG Shield/Device Perpetual License for Data-At-Rest, Latest AIA-APL approved version; FIPS 140-2
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Odyssey Access Client, Latest AIA-APL approved version license; Tethered Stylus (Spare); 2GB SD Memory Card,;
MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cable; USB cable for CAC
Reader setup; Central Europe (Germany) power cord-3 each; United Kingdom (Great Britain) power cord-3 each;
Multiple (4) Battery Charger, Transit Case Configurations Training CD-ROM, Transit Case; Zebra ZM400 thermal
transfer or direct thermal stationary bar code label printer, USB cable, external print server, 8" roll 4"x6" plastic
labels, resin ribbon for 4" labels to Transit Case Configuration, Hand Held Barcode Terminal(HHT-C) With Win
Mobile 6.X (Latest Version), Full Keypad and 802.11g/i wireless communications, and Stationary Bar Code Label
Printer and Accessories Includes: (Qty; Mfr; Model Number; Desc.); Qty: 1; Motorola;MC9090-G; Gun, 802.11
a/b/g, Imager, Color, 128/128MB, 53 Key, WM6.1, Audio/VVoice/BT, Battery, Stylus Qty: 1; Motorola;BTRY -
MC90GKABOE-N; Battery Qty: 1; Motorola; CRD9000-110SR; 1-Slot Serial Cradle Kit (includes power supply
and US power cord) Qty: 1; Motorola; 25-64396-01R; USB Cable for the cradle to the host system Qty: 1; Apriva;
BT200-T; CAC Reader Qty: 1; Perpetual License for Data-At-Rest, Latest AIA-APL approved version, Qty 1;
Malicious Code Detectors (Anti-Virus), Latest AIA-APL approved version, Qty 1; Firewall, Latest AIA-APL
approved version, Qty: 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2 Odyssey Access Client, Latest AIA-APL
approved version license Qty: 1; Motorola; KT-81680-01R; Tethered Stylus (Spare) Qty 1; 2GB SD Memory Card
Qty 1; Motorola; ADP9000-110R; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC
Reader cable Qty 1; Motorola; 25-62166-01R; USB cable for CAC Reader setup Qty: 3; Motorola; 50-16000-
220R; Central Europe (Germany) power cord Qty: 3; Motorola; 50-16000-219R; United Kingdom (Great Britain)
power cord Qty: 1; Motorola; SAC9000-400R; Multiple (4) Battery Charger Qty: 1; Transit Case Configurations
Training CD-ROM Qty: 1; PSI; PS12612; Transit Case Qty: 1; Zebra; ZM400; Stationary Bar Code Label Printer
Qty: 1; Zebra; 105850-006; USB Cable Qty: 1; Zebra; P1000219; External Print Server Qty: 1; Zebra; 10008530;
8" roll of 4" x 6" plastic labels Qty: 1; Zebra; 05095BK11045; 4" wide resin ribbon Complete Description:
Motorola MC9090-G Hand Held Computer, 802.11 a/b/g, Imager, Color, 128 MB RAM /128MB ROM, 53 Key,
Win Mobile 6.1, Audio/Voice/BT, Battery, Stylus; Spare Battery; 1-Slot Serial Cradle Kit with Power Supply w/
DC line cord and US AC line cord; USB cable for the cradle to the host system; Apriva BT200-T CAC Reader;
Latest compatible AlA - APL versions of Data-At-Rest, Malicious Code Detector, and Firewall licenses; FIPS 140-2
Odyssey Access Client, Latest AIA-APL approved version license; Tethered Stylus (Spare); 2GB SD Memory Card,;
MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cable; USB cable for CAC
Reader setup; Central Europe (Germany) power cord-3 each; United Kingdom (Great Britain) power cord-3 each;
Multiple (4) Battery Charger, Transit Case Configurations Training CD-ROM, Transit Case; Zebra ZM400 thermal
transfer or direct thermal stationary bar code label printer, USB cable, external print server, 8" roll 4"x6" plastic
labels, resin ribbon for 4" labels.

SUBCLIN 1023CB

The CLIN extended description has changed from Transit Case Configuration, Hand Held Barcode
Terminal(HHT-C) With Win Mobile 5.0 OS, Full Keypad and 802.11g/i wireless communications, and Stationary
Bar Code Label Printer and AccessoriesTransit Case Configuration, Hand Held Barcode Terminal(HHT-C) With
Win Mobile 5.0, Full Keypad and 802.11g/i wireless communications, and Stationary Bar Code Label Printer and
Accessoriesincludes: (Qty; Mfr; Model Number; Desc.);Qty: 1; Motorola; MC9090-G; Gun, 802.11 a/b/g, Imager,
Color, 128/128MB, 53 Key, WM5.0, Audio/VVoice/BT, Battery, StylusQty: 1; Motorola; KT-21-61261-NI;
BatteryQty: 1; Motorola; CRD9000-110SR; 1-Slot Serial Cradle KitQty: 1; Motorola; 25-64396-01R; USB Cable
for the cradle to the host systemQty: 1; Apriva; BT200-T; CAC ReaderQty: 1; Credant; EE-SLP1; CMG
Shield/Device Perpetual License for Data-At-Rest, Latest AIA-APL approved version Qty 1; Juniper; OAC-ADD-
F1CLT; FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version licenseQty 1; Motorola; KT-81680-
01R; Tethered Stylus (Spare)Qty 1; Motorola; 2GB SD Memory CardQty 1; Motorola; ADP9000-110R; MC90XX
Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC Reader cableQty 1; Motorola; 25-62166-01R;
USB cable for CAC Reader setupQty 3; Motorola; 50-16000-220R; Central Europe (Germany) power cordQty 3;
Motorola; 50-16000-219R; United Kingdom (Great Britain) power cordQty 1; Motorola; SAC9000-400R; Multiple
(4) Battery ChargerQty 1; Transit Case Configurations Training CD-ROMQty 1; PSI; PS12607; Transit CaseQty: 1;
Zebra; ZM400; Thermal transfer or direct thermal, Stationary Bar Code Label PrinterQty: 1; Zebra; 105850-006;
USB CableQty: 1; Zebra; P1000219; External Print ServerQty: 1; Zebra; 10008530; 8" roll of 4" x 6" plastic
labelsQty: 1; Zebra; 05095BK11045; 4" wide resin ribbonComplete Description:Motorola MC9090-G Hand Held
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Computer, 802.11 a/b/g, Imager, Color, 128 MB RAM /128MB ROM, 53 Key, Win Mobile 5.0, Audio/Voice/BT,
Battery, Stylus; Spare Battery; 1-Slot Serial Cradle Kit with Power Supply w/ DC line cord and US AC line cord,;
USB Cable for the cradle to the host system; Apriva BT200-T CAC Reader; CMG Shield/Device Perpetual License
for Data-At-Rest, Latest AIA-APL approved version; FIPS 140-2 Odyssey Access Client, Latest AIA-APL
approved version license; Tethered Stylus (Spare); 2GB SD Memory Card; MC90XX Cable Adapter (5v - 350mA )
for use with Zebra printer cable or CAC Reader cable; USB cable for CAC Reader setup; Central Europe (Germany)
power cord-3 each; United Kingdom (Great Britain) power cord-3 each; Multiple (4) Battery Charger, Transit Case
Configurations Training CD-ROM, Transit Case; Zebra ZM400 thermal transfer or direct thermal stationary bar
code label printer, USB cable, external print server, 8" roll 4"x6" plastic labels, resin ribbon for 4" labels to Transit
Case Configuration, Hand Held Barcode Terminal(HHT-C) With Win Mobile 5.0, Full Keypad and 802.11¢/i
wireless communications, and Stationary Bar Code Label Printer and Accessories Includes: (Qty; Mfr; Model
Number; Desc.); Qty: 1; Motorola; MC9090-G; Gun, 802.11 a/b/g, Imager, Color, 128/128MB, 53 Key, WM5.0,
Audio/Voice/BT, Battery, Stylus Qty: 1; Motorola; BTRY-MC90GKABOE-N;; Battery Qty: 1; Motorola;
CRD9000-110SR; 1-Slot Serial Cradle Kit Qty: 1; Motorola; 25-64396-01R; USB Cable for the cradle to the host
system Qty: 1; Apriva; BT200-T; CAC Reader Qty: 1; Data-At-Rest, Latest AIA-APL approved version, Qty 1;
Malicious Code Detectors (Anti-Virus), Latest AIA-APL approved version, Qty 1; Firewall, Latest AIA-APL
approved version, Qty 1; Juniper; OAC-ADD-F1CLT; FIPS 140-2 Odyssey Access Client, Latest AIA-APL
approved version license Qty 1; Motorola; KT-81680-01R; Tethered Stylus (Spare) Qty 1; 2GB SD Memory Card
Qty 1; Motorola; ADP9000-110R; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC
Reader cable Qty 1; Motorola; 25-62166-01R; USB cable for CAC Reader setup Qty 3; Motorola; 50-16000-220R;
Central Europe (Germany) power cord Qty 3; Motorola; 50-16000-219R; United Kingdom (Great Britain) power
cord Qty 1; Motorola; SAC9000-400R; Multiple (4) Battery Charger Qty 1; Transit Case Configurations Training
CD-ROM Qty 1; PSI; PS12607; Transit Case Qty: 1; Zebra; ZM400; Thermal transfer or direct thermal, Stationary
Bar Code Label Printer Qty: 1; Zebra; 105850-006; USB Cable Qty: 1; Zebra; P1000219; External Print Server
Qty: 1; Zebra; 10008530; 8" roll of 4" x 6" plastic labels Qty: 1; Zebra; 05095BK11045; 4" wide resin ribbon
Complete Description: Motorola MC9090-G Hand Held Computer, 802.11 a/b/g, Imager, Color, 128 MB RAM
/128MB ROM, 53 Key, Win Mobile 5.0, Audio/Voice/BT, Battery, Stylus; Spare Battery; 1-Slot Serial Cradle Kit
with Power Supply w/ DC line cord and US AC line cord; USB Cable for the cradle to the host system; Apriva
BT200-T CAC Reader; Latest compatible AIA - APL versions of Data-At-Rest, Malicious Code Detector, and
Firewall licenses; FIPS 140-2 Odyssey Access Client, Latest AIA-APL approved version license; Tethered Stylus
(Spare); 2GB SD Memory Card; MC90XX Cable Adapter (5v - 350mA ) for use with Zebra printer cable or CAC
Reader cable; USB cable for CAC Reader setup; Central Europe (Germany) power cord-3 each; United Kingdom
(Great Britain) power cord-3 each; Multiple (4) Battery Charger, Transit Case Configurations Training CD-ROM,
Transit Case; Zebra ZM400 thermal transfer or direct thermal stationary bar code label printer, USB cable, external
print server, 8" roll 4"x6" plastic labels, resin ribbon for 4" labels.

(End of Summary of Changes)



